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Section I
Introduction

Introduction
Moomba inboard ski boats are manufactured by Skier’s Choice, Inc. in Maryville, Tennessee
and distributed throughout the United States and the world.
This manual provides an overview for operating your Moomba boat. It should be considered
a permanent part of your Moomba boat and contains important information on Safety, Boating
Rules, Proper Operation and Maintenance of your boat. Should the boat be sold, this manual
will provide the same important information to the next owner.
Be sure to read and understand all aspects of Boating Safety and Operation before using your
boat. If you have any questions, your dealer can provide the information you need to have a
safe and pleasurable boating experience.
$OO LQIRUPDWLRQ LOOXVWUDWLRQV DQG VSHFL¿FDtions in this manual are based on the latest
product information available at the time of
printing. Moomba may discontinue models
DQGHTXLSPHQWRUFKDQJHVSHFL¿FDWLRQVDQG
designs without any notice and without incurring obligation.
This manual contains information about several Moomba models. Some information may not apply to your boat since standards and optional
equipment may vary from model to model.
$V\RXUHDGWKURXJKWKLVPDQXDO\RXZLOO¿QGCAUTION, WARNING and DANGER symbols
which require special attention. Please read them carefully! They may tell you how to avoid
problems and/or endangering yourself, your passengers, and other boaters.
PLEASE REVIEW ALL SAFETY INFORMATION.

A maintenance schedule and accessory information are included to assure trouble-free operation of your boat. Should service problems arise, remember that your Moomba dealer knows
your boat best and is interested in your total satisfaction.
Thank you for purchasing a Moomba boat. We hope your ownership results in an enjoyable
and rewarding boating experience. Be safe and enjoy the fun!

© 2007 Skier’s Choice, Inc.
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•
•
•
•
•

•
•
•
•
•

Drain Plugs (Securely in place?)
Life-Saving Devices (One for every person on board?)
Steering System (Working smoothly and properly?)
Fuel System (Adequate fuel? Leaks? Fumes?)
Battery (Fully charged? Cable terminals clean and tight?)
(QJLQH ,Q1HXWUDO"
Capacity Plate (Are you overloaded or overpowered?)
Weather Conditions (Safe to go out?)
Electrical Equipment (Lights, horn, pump, etc.?)
Emergency Gear (Fire extinguisher, bailer, paddle, anchor & line, signaling device, tool kit, etc.?)
Bilge Pump (Working properly?)

NOTE: Bilge pump should be checked prior to each use to ensure proper operation!

Check BEFORE running (where applicable)
•
•
•
•

Engine Oil level
Transmission Lubricant level
Engine Drain Plug, Transom Drain Plug and Center Drain Plug
Leakage (Fuel, water lines and connections)

'2127RSHUDWHHQJLQHZLWKRXWFRROLQJZDWHUÀRZLQJWKURXJKZDWHUSXPSRWKHUZLVHSXPSZLOOVXVWDLQ
damage and subsequent engine damage may result!
Check BEFORE running







2LO3UHVVXUH5HIHUWR(QJLQH2ZQHU¶V0DQXDO
:DWHU7HPSHUDWXUHGHJUHHVWRGHJUHHVIRUUDZZDWHUV\VWHPV ZDWHULVQRWUHFLUFXODWHG 
DQGGHJUHHVWRGHJUHHVIRUFORVHGFRROLQJV\VWHPV ZDWHULVUHFLUFXODWHG 
,GOH530  LQJHDU
0D[LPXP)RUZDUG5306HH(QJLQH2ZQHU¶V0DQXDO
6KLIWLQJ/LQNDJH )RUZDUG1HXWUDODQG5HYHUVH 

GASOLINE VAPORS CAN EXPLODE! It is very important to check for fuel spillage or
leaks prior to each use of your boat.
• Check engine compartment for gasoline vapors.
• Operate blower for four minutes before starting the engine.
• Always operate blower below cruising speed.
NOTE: Please refer to your Engine Owner’s Manual for maximum RPM and engine break-in procedure.

4
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Section II
Boating Safety
Important Safety Information!
Your safety, as well as the safety of others with and around
you, is a direct result of how you operate and maintain your
boat. Read and comprehend this manual. Make sure that
you understand all the controls and operating instructions
before attempting to operate the boat. Improper operation
is extremely dangerous.
The basic safety rules are outlined in this section of the
manual. Additional precautions throughout the manual are
QRWHGE\WKHIROORZLQJV\PEROV

This symbol indicates a potentially hazardous circumstance,
which, if not avoided, may result in minor or moderate injury.
It may also be used to alert against unsafe practices.

This symbol indicates a potentially hazardous situation,
which, if not avoided, could result in death or serious
injury.

This symbol indicates an imminently hazardous situation,
which, if not avoided, will result in death or serious injury.
This is limited to the most extreme situations.
The precautions listed in this manual and on the boat
DUHQRWH[KDXVWLYH,IDSURFHGXUHPHWKRGWRRORUSDUW
LVQRWVSHFL¿FDOO\UHFRPPHQGHGE\6NLHU¶V&KRLFH\RX
PXVWVDWLVI\\RXUVHOIWKDWLWLVVDIHIRU\RXDQGRWKHUV
and that the boat will not be damaged or made unsafe
as a result of your decision.

Safe Boating
Safe boating practices may seem obvious, but people
have thought up risky and dangerous activities in boats,
with boats, and behind boats. Just because you or your
passengers have seen a boating maneuver performed or
have seen a particular activity promoted, do not assume
there is no risk of injury or death. Before you or your
passengers go out in the boat and engage in any water sport
activity, give careful consideration to the risks. Plan ahead.
Think twice before you try something new behind your boat
or with your boat. Know the limits of you, your passengers
and your equipment and do not exceed them.
In addition to careful review of this manual, you should be
aware as well that there are many sources of information
available. Skier’s Choice urges you to pursue additional
training, such as safety and seamanship courses offered
by the U.S. Coast Guard Auxiliary and the U.S. Power
Squadron.
Safe boating and safe actions may seem obvious, yet every
year US Coast Guard statistics give evidence that many
people disregard safe boating practices. Do not take safety
for granted. Think twice. We want all our boat owners and
their passengers, friends, and families to have a safe and
enjoyable experience on the water.

US Coast Guard Auxiliary
Boating Safety Course
7KHSXUFKDVHURIDQHZ0RRPEDERDWLVHQWLWOHGWRD
USCGA Boating Safety Course that Moomba will pay for.
3OHDVHVHHWKH&HUWL¿FDWHLQ\RXURZQHU¶VSDFNHWRU\RXU
dealer for more details.

REMEMBER: ALWAYS USE COMMON SENSE WHEN
OPERATING, SERVICING OR REPAIRING THE BOAT!
In addition to everyday safety, failure to observe safety
recommendations may result in severe personal injury
or death to you or to others. Use caution and common
sense when operating your boat. Don’t take unnecessary
chances!
Be certain that all boat passengers are aware of this
information and conform to boat safety principles.

© 2007 Skier’s Choice, Inc.
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Safety Training Organizations

Safety Equipment

The following is a listing of just some of the agencies and
RUJDQL]DWLRQVWKDWRIIHUVDIHW\WUDLQLQJRULQIRUPDWLRQ

Your Moomba has been equipped at the factory with most
of the federally required safety equipment for inland waters
&ODVV¶WR¶ 7KLVHTXLSPHQWLQFOXGHV








$PHULFDQ5HG&URVV1DWLRQDO+4
WK '6WUHHWV1:
:DVKLQJWRQ'&
 
www.redcross.org
USA Waterski
2YHUORRN'ULYH
Winter Haven, FL 33884
 
www.usawaterski.org

Boat Owners Association of the United States (BOAT/
US)

6RXWK3LFNHWW6WUHHW

$OH[DQGULD9$

 
www.boatus.com





National Safe Boating Council
06WUHHW1:6XLWH
:DVKLQJWRQ'&
 
www.safeboatingcouncil.org





U.S. Coast Guard Auxiliary Commandant (G-NAB)
6HFRQG6WUHHW6:
:DVKLQJWRQ'&
 
www.cgaux.org
U.S. Power Squadron
www.usps.org
On-Line Basic Boating
Safety Course
www.boatsafe.com





National Marine Manufacturers Association
(5DQGROSK'U6XLWH
&KLFDJR,/
 
www.nmma.org

Federal law requires certain safety equipment to be on
board at all times. In addition, responsible boaters carry
other equipment in case of emergency. Check with the local
boating authorities for any additional requirements over and
above the federal stipulations.

- UL-approved Marine Fire Extinguisher, Type A-BC (2
 OEV JRRGIRUVROLGVOLTXLGVDQGHOHFWULFDO¿UH
 $%<&DSSURYHG0DULQH0XIÀHUVZLWKZDWHULQMHFWLRQ
- USCG-approved Marine Flame Arrestor
- USCG-approved Engine Box Ventilation with sparkless
power blower
- ABYC-approved Electric Horn sound warning device
- USCG-approved inland lighting
Federal law also requires at least one Type I, II or III
Personal Flotation Device (PFD) for each person on board or
being towed on water skis or other recreational equipment.
In addition, one throwable Type IV PFD must also be on
board. $VWKHRZQHUREWDLQLQJWKHDSSURSULDWH3)'V
is your responsibility. Your Moomba dealer can and will
be happy to assist you.
NOTE: Requirements for coastal waters and inland
waters differ. Check with the local authorities for more
information.
A smart owner will avoid potential problems on an outing
E\KDYLQJDGGLWLRQDOHTXLSPHQWRQERDUG1RUPDOO\WKLV
equipment is dependent on the body of water and the length
of the trip.
We suggest the following—as a minimum. Your
Moomba dealer can also assist you with additional
recommendations.


-

An anchor with at least 75 feet of line
A manual bailing device for removing water
A combination oar/boat hook
A day-and-night visual distress signal
$¿UVWDLGNLWDQGPDQXDO
An airway breathing tube
$ZDWHUSURRIÀDVKOLJKW
A set of local navigation charts
Mooring lines and fenders
Extra engine oil
A tool kit
A portable AM/FM radio or weather radio
VHF handheld marine radio

Boating-related accidents are generally caused by the
operator’s failure to follow basic safety rules or written
precautions. Most accidents can be avoided if the operator
is completely familiar with the boat, its operation, and
can recognize potentially hazardous situations before an
accident occurs.

6
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General Safety Precautions

General Safety Precautions (continued)

Failure to adhere to these precautions may
result in severe injury or death to you and/or others.

- Improper operation is extremely dangerous. Operators
must read and understand all operating manuals
supplied with the boat before operation.

- The tow bar is not designed for vertical extensions.
 $Q\PRGL¿FDWLRQVWRWKHWRZEDURULWVPRXQWLQJVPD\
result in damage to the boat and injury to the user.

- Remain seated at all times while boat is in motion.

- Rear storage area is located above the gas tank and is
 QRWGHVLJQHGIRUEDOODVW:HLJKWOLPLWLVOEVHTXDOO\
distributed.

 1HYHUVWDQGRUDOORZSDVVHQJHUVWRVWDQGZKLOHWKHERDW
is moving. You or others may be thrown from the
boat.

- The Rad-A-Cage Tower may strike low objects. Check
clearance height around docks, shore, overhanging
objects, bridges and power lines.

- Children in the bow of the boat should be accompanied
by an adult at all times.

- Do not pull past 45 degrees of the centerline of the
boat. Failure to follow this rule could result in the boat
capsizing.

 1HYHURSHUDWHWKHERDWZKLOHXQGHUWKHLQÀXHQFHRI
alcohol or drugs.
- On-board equipment must always conform to the
governing federal, state, and local regulations.
- Gasoline vapors can explode. Before starting
engine, open engine box, check engine compartment
for gasoline vapors, and operate blower for at least four
minutes.
Run blower below cruising speed.
 /HDNLQJIXHOLVD¿UHDQGH[SORVLRQKD]DUG,QVSHFW
system regularly. Examine fuel tanks for leaks or
corrosion at least annually.
 1HYHURYHUULGHRUPRGLI\WKHHQJLQHVDIHW\VKXWRII
switch or engine neutral starting safety switch in any
way.
 1HYHUUHPRYHRUPRGLI\FRPSRQHQWVRIWKHIXHO 
 V\VWHPLQDQ\ZD\H[FHSWIRUPDLQWHQDQFHE\TXDOL¿HG
personnel. Tampering with fuel components may cause
a hazardous condition.
 1HYHUDOORZDQ\W\SHRIVSDUNRURSHQÀDPHRQERDUG,W
 PD\UHVXOWLQ¿UHRUH[SORVLRQ
- It is the owner’s responsibility to check tightness of the
Rad-A-Cage Tower bolts BEFORE each use.
- The Rad-A-Cage Tower is designed to pull a single (1)
 LQGLYLGXDO'2127FOLPERUVLWRQWKH5DG$&DJH
 7RZHU5RSHPD\ORRSRQLQYHUWHGWULFNV'2127VLW
behind the pulling point of the Rad-A-Cage Tower.

- It is the driver’s responsibility to ensure all passengers
are seated when boat is underway.

Failure to adhere to these warnings may result in severe
injury or death to you and/or others.
- This boat is a high-performance boat and capable of
quick and tight turns and changes in direction. It is the
driver’s responsibility to operate the boat in a manner
to ensure the safety of all passengers.

Boaters must continuously be aware of weather
conditions.
- Sudden storms, wind, lightning, etc., can unexpectedly
put boaters in grave danger. Always check the local
weather report before going boating.

It is the driver’s responsibility to determine if weather
or other factors have created an unsafe boating
environment.
- The driver is solely responsible for the consequences
of their actions.

 7RDYRLGVHULRXVSHUVRQDOLQMXU\'2127EHRQRU
about the swim platform while engine is running and
keep away from rear of boat while engine is running.
 7RDYRLGVHULRXVSHUVRQDOLQMXU\'2127RSHUDWH
engine while anyone is on or about the swim platform
or in the water near the boat.
© 2007 Skier’s Choice, Inc.
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Skiing Safety
Skiers are obligated to be as aware of the fundamental
safety rules as well as the boat operator. If you are new
WRZDWHUVNLLQJVHHNFHUWL¿HGWUDLQLQJEHIRUHVWDUWLQJ<RX
ZLOO¿QGLWHVSHFLDOO\KHOSIXOWRMRLQDORFDOVNLFOXEDQG86$
Waterski when possible.

Carbon Monoxide (CO) Safety

Carbon monoxide is a colorless, odorless and tasteless gas.
It is produced by gasoline engines and is a component of
exhaust fumes.

Always remember that the majority of water skiing injuries
are the result of impacts with other objects, so always look
where you are going and be aware of what is going on
around you.

Shut off the engine when people are on the swim platform
or in the water around the rear of the boat.

Failure to adhere to these warnings may result in severe
injury or death to you and/or others.

For the most current information on carbon monoxide, you
PD\FDOOZULWHRUYLVLWRQOLQHDQ\RIWKHIROORZLQJ

- Every skier must always wear a USCG-approved
 SHUVRQDOÀRWDWLRQGHYLFH
 0DLQWDLQDGLVWDQFHRIDWOHDVWIHHWIURPDOORWKHU
objects, including other boats, piers, rafts, mooring
and navigational buoys, pilings, abutments, or any
other items.
- Always have an experienced driver and observer in the
boat when skiing.
 1HYHUVNLLQVKDOORZZDWHUFORVHWRVKRUHRULQZDWHU
where you do not know the depth or what is beneath
the surface.
 1HYHUSXW\RXUDUPKHDGRUDQ\RWKHUSDUWRI\RXU
body through the handle-bridle of the ski line nor wrap
the line around any part of the body at any time.
 1HYHUVNLDWQLJKWRUGLUHFWO\LQIURQWRIRWKHUERDWV

Do not do any activities which put people in close proximity
of the transom when the engine is running.

United States Coast Guard
2I¿FHRI%RDWLQJ6DIHW\ *23%
6HFRQG6WUHHW6:
:DVKLQJWRQ'&
www.uscgboating.org

NMMA
National Marine Manufacturers Association
(DVW5DQGROSK'ULYH6XLWH
&KLFDJR,/
www.nmma.org

$PHULFDQ%RDW <DFKW&RXQFLO,QF
6RORPRQ¶V,VODQG5RDG
(GJHZDWHU0'
www.abycinc.org


 1HYHUMXPSIURPDERDWWKDWLVPRYLQJDWDQ\VSHHG
nor enter or exit the water when the engine is running
 21 
- Make sure that everyone knows and uses approved
skiing hand signals and common skiing courtesy.

Ski Pylon Extensions
The use of a ski pylon extension or extensions in excess
of 7-feet vertical is not recommended by Moomba on our
products. If you elect to use merchandise such as these,
be aware that they could create excessive stress on your
boat and subjectively cause damages not covered by the
warranty.
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Product Misuse
Misuse of the product or use of it in a manner for which it
was never intended can create dangerous situations. The
driver and passengers are responsible for using the product
safely and as intended. The driver must operate the boat in
a manner that ensures the safety of all passengers. If you
or your passengers are unsure about use of the product,
about performing certain boating maneuvers or are unsure
about a particular water activity, refer to this manual or
contact a knowledgeable source such as your local dealer,
Skier’s Choice, Inc., the US Coast Guard, or your local
boating authority.

© 2007 Skier’s Choice, Inc.

Proper Seating

Contact Information

Proper seating is an important element of boating safety.
Proper seating consists of sitting with your buttock in full
contact with a seat anytime the boat is underway and using
hand holds and grab handles to secure oneself and prevent
loss of balance. Do not sit in locations not designed as a
seat. For instance, do not sit on seat backs, do not sit on the
sides or gunwale of the boat, and do not sit on the sundeck
while the boat is in motion. See examples below of proper
sitting positions.

If you have questions regarding the operation of your
boat, accessory or options or questions in regard to Boat
Safety, contact your dealer or Skier’s Choice, Inc. at 865

The driver must be aware of all passenger’s locations and
positions, and passengers must stay alert to changes in
direction. 7+(%2$7,6&$3$%/(2)48,&.$1'7,*+7
7851668&+0$1(89(56&$1&$86(816($7('
2&&83$17672%(7+52:1$5281'252872)
7+(%2$7$/(573$66(1*(56%()25(&+$1*(6
IN DIRECTION.

© 2007 Skier’s Choice, Inc.
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Warning Plates and Labels
Read and note ALL warning plates and labels from bow to stern that appear on the boat, including these!

If your warning decals should become damaged in any way, please contact your Moomba Dealer or write to Skier’s
Choice, Inc., 1717 Henry G. Lane Street, Maryville, Tennessee 37801 to request replacement warning decals. The decals
will be provided free of charge. Your boat’s serial number (located on the transom) must be included for warning decal
requests.
6NLHU¶V&KRLFH,QFUHVHUYHVWKHULJKWWRFKDQJHZDUQLQJODEHOVZLWKRXWQRWL¿FDWLRQRULQFXUULQJREOLJDWLRQ
For a copy of the most current warning labels, please contact your dealer or Skier’s Choice, Inc.
10
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Section III

Reprinted from “Fishing and Skiing Boats Owner’s Manual”
with permission from the NMMA.

The time to think about emergencies is before they happen.
Plan ahead. Know what to do before you encounter any of
these situations. Wear a PFD (Personal Flotation Device)
when boating.

Explosion & Fire

Emergency Procedures
• Throw burning materials overboard if possible.
 0RYHDQ\RQHQRWQHHGHGIRU¿UH¿JKWLQJRSHUDWLRQV
 DZD\IURPWKHÀDPHV
• Signal for help.

(;3/26,21),5($63+<;,$7,21+$=$5'
 2SHQÀDPHFRRNLQJDSSOLDQFHVFRQVXPHR[\JHQ
This can cause asphyxiation or death.

• Put on PFDs, grab distress signals and survival gear,
and prepare to abandon ship.

Abandoning Ship

• Maintain open ventilation.
 /LTXLGIXHOPD\LJQLWHFDXVLQJVHYHUHEXUQV

%851+$=$5'

• Use fuel appropriate for type of stove.

Swim against the current or wind if you abandon ship.
/HDNLQJIXHOZLOOÀRDWZLWKWKHFXUUHQWDQGPD\LJQLWH

 7XUQRIIVWRYHEXUQHUEHIRUH¿OOLQJ

• When clear of danger, account for all who were on
board, and help those in need.

• Do not use stove for comfort heating.
• Use distress signal.
),5($63+<;,$7,21+$=$5'8VHVSHFLDOFDUHZLWK
ÀDPHVRUKLJKWHPSHUDWXUHVQHDUXUHWKDQHIRDPLIXVHG
LQFRQVWUXFWLRQRI\RXUERDW%XUQLQJZHOGLQJOLJKWV
FLJDUHWWHVVSDFHKHDWHUVDQGWKHOLNHFDQLJQLWHXUHWKDQH
IRDP2QFHLJQLWHGLWEXUQVUDSLGO\SURGXFLQJH[WUHPH
KHDWUHOHDVLQJKD]DUGRXVJDVHVDQGFRQVXPLQJPXFK
oxygen.

Explosion
• If explosion is imminent, put on PFDs, grab distress
signals and survival gear, and immediately abandon
ship.

• Keep everyone together to make rescue easier.

)ORRGLQJ6ZDPSLQJRU&DSVL]LQJ
• 67$<:,7+7+(%2$7$ERDWZLOOXVXDOO\ÀRDWHYHQ
if there is major hull damage. Rescuers can spot a
boat much easier than a head bobbing in the water.
• Signal for help.

Fire
• Turn off engines, generators, stoves and blowers
Extinguish smoking materials.

Collision

 )L[HG¿UHVXSSUHVVLRQV\VWHPLIHTXLSSHGKDVKHDW
 VHQVRUVWKDWDXWRPDWLFDOO\ÀRRGPDFKLQHU\VSDFHZLWK
 D¿UHH[WLQJXLVKDQW$OORZH[WLQJXLVKDQWWR³VRDN´
compartment for at least 15 minutes to cool hot metals
 RUIXHOEHIRUHFDXWLRXVO\LQVSHFWLQJ¿UHDUHD+DYH
 SRUWDEOH¿UHH[WLQJXLVKHUVUHDG\'RQRWEUHDWKHIXPHV
 RUYDSRUVFDXVHGE\WKH¿UHRUH[WLQJXLVKDQW

•
•
•

•


 ,IQR¿[HG¿UH¿JKWLQJV\VWHPLVLQVWDOOHGDQG¿UH
 LVLQHQJLQHFRPSDUWPHQWGLVFKDUJHSRUWDEOH¿UH
extinguishers through engine compartment access
plate, if equipped. Do not open engine hatch as this
 IHHGVR[\JHQWRWKH¿UH

Grounding

 ,I\RXKDYHDFFHVVWR¿UHGLUHFWFRQWHQWVRI
 H[WLQJXLVKHUVDWEDVHRIÀDPHVQRWDWWKHWRS
© 2007 Skier’s Choice, Inc.



Account for everyone on board.
Check for injuries.
Inspect structural damage.
5HGXFHÀRRGLQJ
Signal for help.
67$<:,7+7+(%2$7

Action depends on how hard the boat hits bottom and
whether the boat remains stranded. If it is a simple touch,
you may need only to inspect the hull. If you are aground,
assess the situation before reacting. In some cases,
throwing the boat into reverse can cause more damage.
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Grounding (continued)

Towing Vessel (continued)

Basic Guidelines

 8VHGRXEOHEUDLGHGRUEUDLGRQEUDLGOLQH1HYHUXVH
three-strand twisted nylon; it has too much elasticity
and can snap back dangerously.

• Inspect damage to hull, propulsion and steering
systems.
 &KHFNIRUOHDNV,IZDWHULVFRPLQJLQVWRSSLQJWKHÀRZ
takes priority over getting free.

• Fasten the towline as far forward as possible on
the upwind or up-current side of the towing boat.
Fastening it to the stern will restrict maneuverability of
the towing boat.

• Determine water depth all around the boat and type
of bottom (sand, mud, rocks, etc.). This will help you
decide which way to move the boat.

• If possible, use a bridle.

• Determine if tide, wind or current will drive the boat
harder aground or will help free it.

• Be ready to cast loose or cut the line if the towing
situation becomes hazardous.

Leaks

• Move slowly to prevent sudden strain on slack line.

Vessel Being Towed
• Attach the towline to the bow eye.

• Immediately switch on bilge pumps.
• Assign crew to operate manual pumps, if needed.
• If boat is taking on water, have someone take the helm
while you manage damage control.
 6ORZRUVWRSWRPLQLPL]HLQÀRZ+RZHYHULI\RXFDQ
keep a hole above water by maintaining speed, do so.

• If the boat has eyebolts in the transom for pulling
skiers, a towline may be attached to a small bridle
hooked to both eyebolts.
• If it is necessary to be towed after being freed, keep
someone at the wheel to steer.

Both Vessels

• If possible, patch the outside with whatever material is
available.

 ,I\RXDWWDFKWKHWRZOLQHWRD¿WWLQJEHVXUHWKH¿WWLQJ
is fastened with a through bolt and is reinforced on the
underside.

Towing

• Creating a bridle with a line around the hull or
superstructure will distribute the load over a wide area;
pad pressure points. This technique can be used on
both the towing and towed boat.

3(5621$/,1-85<+$=$5'
7RZLQJ RU EHLQJ WRZHGVWUHVVHV WKHERDWVKDUGZDUH
and lines. Failure of any part can seriously injure people
or damage the boat.
A recreational boat towing another is usually a last resort
because of possible damage to one or both boats. The
Coast Guard or a private salvage company is better
equipped. A recreational boat may assist by standing
by, and possibly keeping the disabled boat’s bow at a
proper angle until help arrives. Only when conditions are
ideal—that is, waters are calm, disabled boat is small, and
one or both skippers know correct technique—should a
recreational boat tow another.

Towing Vessel
• Be sure your boat will not run aground too.

• Keep lines clear of propellers on both boats.
• Keep hands and feet clear of the other boat.
 1HYHUKROGDWRZOLQHDIWHULWLVSXOOHGWDXW

Person Overboard
• Immediately sound an alarm and keep pointing to the
person overboard.
• Throw a life preserver even if the person is wearing a
PFD. It will serve as a marker.
• Immediately stop or slow the boat, then circle toward
the victim.

• Because you are maneuverable and the grounded boat
is not, you should pass the towline to the grounded
boat.

12

© 2007 Skier’s Choice, Inc.

Person Overboard (continued)

3URSXOVLRQ&RQWURORU6WHHULQJ)DLOXUH

• Keep person overboard on helm side so operator has
the person constantly in sight.

• Shut off engine.
• Put out an anchor to prevent drifting.

• Approach from downwind and move alongside into the
wind for pickup.
• When almost alongside, stop the engine in gear to
 SUHYHQWGDQJHURXVSURSHOOHU³ZLQGPLOOLQJ´
• As part of your emergency plan, consider what to do
if you were alone and fell overboard (e.g., wear PFD,
keep signal device in PFD, attach emergency stop
switch lanyard to yourself).

Drowning

 'HWHUPLQHLI\RXFDQ¿[WKHSUREOHP\RXUVHOI6HH
 HQJLQHRSHUDWRU¶VPDQXDOLIHQJLQHLVÀRRGHG
• Signal for help.

Radio Communication
Radio is the boat operator’s main method of receiving
safety information and summoning aid. VHF-FM radio
is the primary means of short-range communication.
Single sideband radio (SSB) is used for longer range
communication.

• Swim to rescue a drowning victim only as a last resort.
• Immediate resuscitation is critical! At least two people
 RQERDUGVKRXOGEHFHUWL¿HGLQ&35
• Keep the victim warm.
• Use care in handling. Spinal injury may exist if the
victim fell overboard.
• Signal for help.

Medical Emergency
• In an emergency, you may be far from professional
 PHGLFDODVVLVWDQFH%HSUHSDUHG7DNHD¿UVWDLG
 FRXUVHDQGFDUU\D¿UVWDLGNLW%HDZDUHRIVSHFLDO
conditions that may affect anyone on board.

Carbon Monoxide
Carbon monoxide is an odorless, colorless, extremely toxic
gas. Symptoms of carbon monoxide poisoning are dizziness,
ears ringing, headaches, nausea and unconsciousness. A
poisoning victim’s skin often turns cherry red.
Have the victim breathe fresh air deeply. If breathing stops,
resuscitate. A victim often revives, then relapses because
organs are damaged by lack of oxygen. Seek immediate
medical attention.

VHF-FM Channel 16 and SSB 2182 kHz are designated for
HPHUJHQF\XVH6XFKVLWXDWLRQVFDQEHFDWHJRUL]HGDV
• Emergency ³0$<'$<0$<'$<0$<'$<´ - Used when a life or
vessel is in imminent danger.
• Urgency  ³3$13$13$13$1
 3$13$1´ SURQRXQFHG3$+13$+1 
Used when
a person or vessel is in some
jeopardy less than indicated by a Mayday call.
• Safety  ³6(&85,7<6(&85,7<6(&85,7<´(pronounced
SAY-CURE-IT-TAY) - Used for navigational safety or
weather warning.
An emergency situation will be hectic and there will not be
time to learn proper radio procedure. /($51:+$772
DO BEFORE YOU NEED TO DO IT.
If you hear a distress call, stop all radio transmissions. If you
can directly assist, respond on the emergency frequency.
If you cannot assist, do not transmit on that frequency.
However, continue to monitor until it is obvious that help is
being provided.

Distress Signals
Consult your national boating law enforcement agency.

Visual Distress Signals
• U.S. Coast Guard regulations require boats in coastal
waters and the Great Lakes to carry visual distress
signals for day or night use, as appropriate for the time
of operation. Exempt from the day signals requirement,
but not night signals, are boats less than 4.8 meters
 IHHW RSHQVDLOERDWVOHVVWKDQPHWHUV IHHW 
© 2007 Skier’s Choice, Inc.
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Visual Distress Signals (continued)

Notes:

boats participating in organized events, and manually
propelled boats.
• If you are required to have visual distress signals,
at least three safety-approved pyrotechnic devices in
serviceable condition must be readily accessible. They
must be marked with a date showing the service life,
which must not be expired.
• Carry three signals for day use and three signals for
night use. Some pyrotechnic signals, such as red
 ÀDUHVPHHWERWKGD\DQGQLJKWXVHUHTXLUHPHQWV
• Store pyrotechnic signals in a cool, dry location. An
orange or red watertight container prominently marked
 ³'LVWUHVV6LJQDOV´LVUHFRPPHQGHG
2WKHUUHFRJQL]HGYLVXDOGLVWUHVVVLJQDOVLQFOXGH
•





•
•


Flames in a bucket
&RGHÀDJV1RYHPEHUDQG&KDUOLH
6TXDUHÀDJDQGEDOO
%ODFNVTXDUHDQGEDOORQRUDQJHEDFNJURXQGÀDJ
2UDQJHÀDJ FHUWL¿HG
(OHFWULFGLVWUHVVOLJKW FHUWL¿HG IRUQLJKWXVHRQO\
Dye marker (any color)
Person waving arms
86HQVLJQÀRZQXSVLGHGRZQ

Audible Distress Signals
U.S. Coast Guard regulations require one hand, mouth or
power-operated whistle or horn, audible for at least a half
mile.
2WKHUUHFRJQL]HGDXGLEOHGLVWUHVVVLJQDOVLQFOXGH
• Radio communication (see Emergency Procedures
- Radio Procedures - Radio Communication)
• Radiotelegraph alarm
• Position indicating radio beacon
• Morse Code SOS (3 short, 3 long, 3 short) sounded by
any means
• Fog horn sounded continuously

14
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Section IV
Boating Rules
Basic Boating Rules

Encountering Other Vessels

You should be aware of these rules and follow them
whenever you encounter another vessel on the water.

There are three main situations in which you may encounter
other vessels and you must observe the Steering Rules in
RUGHUWRDYRLGDFROOLVLRQ7KHVHDUH

The rules presented in this manual are condensed and
have been provided as a convenience only. Consult your
local U.S. Coast Guard Auxiliary (USCGA) or Department of
Motor Vehicles (DMV) for a complete set of rules governing
the waters in which you will be using your boat. If you plan
to travel—even for a short trip—you would be well served
to contact the regional USCGA or DMV in the area where
you will be boating.
Review and understand all local and state laws.
Any time two vessels on the water meet one another, one
vessel has the right-of-way. It is called the stand-on vessel.
7KHYHVVHOZKLFKGRHV127KDYHWKHULJKWRIZD\LVFDOOHG
the give-way or burdened vessel.

- Meeting (you are approaching another vessel head-on)
- Crossing (you are traveling across the other vessel’s
path)
- Overtaking (you are passing or being passed by
another vessel)
Using the following illustration in which you are the boat in
the center, you should give right-of-way to all vessels shown
in the white area. In this instance, you are the give-way
vessel. All vessels in the shaded area must yield to you
as you are the stand-on vessel. Both you and the meeting
vessel must alter course to avoid each other.

These rules determine which vessel has the right-of-way,
and accordingly, what each vessel should do.
The vessel with the right-of-way has the duty to continue its
course and speed, except to avoid an immediate collision.
When you maintain your direction and speed, the other
vessel will be able to determine how best to avoid you.
The vessel which does not have the right-of-way has the
duty to take positive and timely action to stay out of the
way of the stand-onYHVVHO1RUPDOO\WKHgive-way vessel
should not cross in front of the stand-on vessel. Slow down
RU FKDQJH GLUHFWLRQV EULHÀ\ DQG SDVV EHKLQG WKH RWKHU
vessel. You should always move in such a way that the
stand-on operator can see what you are doing.

If you are meeting another power vessel head-on, and you
are close enough to run the risk of collision, neither of you
has the right-of-way. Both of you should alter course to
avoid an accident. You should keep the other vessel on
your port (left) side. This rule doesn’t apply if both of you
can clear each other by continuing your set course and
speed.

This rule is called Rule 2 in the International Rules and
says,
“In obeying and construing these rules due regard shall
be had to all dangers of navigation and collision, and to
any special circumstances, which may render a departure
from the above rules necessary in order to avoid immediate
danger.”

© 2007 Skier’s Choice, Inc.
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When two power-driven vessels are crossing each other’s
path close enough to run the risk of collision, the vessel
that views the crossing vessel to the starboard (right) side
must give-way.

$OOYHVVHOVZKLFKDUH¿VKLQJZLWKQHWVOLQHVRUWUDZOV
DUHFRQVLGHUHGXQGHU,QWHUQDWLRQDO5XOHVWREH¿VKLQJ
vessels. Boats with trolling lines are not considered
¿VKLQJYHVVHOV

If the other vessel is to the port (left) side, maintain your
course and direction, provided the other vessel gives you
the right-of-way as it should.

Fishing vessels have the right-of-way, regardless of
position. These vessels, however, cannot impede the
passage of other vessels in narrow channels.

Sailing vessels should normally be given the right-of-way.
7KHH[FHSWLRQVWRWKLVDUH

If you are passing another vessel, you are the give-way
vessel. This means that the other vessel is expected
to maintain its course and speed. You must stay out
of its way as you clear it, altering course and speed as
necessary.
Conversely, if you are being passed by another vessel,
you should maintain your speed and direction so that the
other vessel can steer itself around you.

- When the sailing vessel is overtaking the power-drive
vessel, the power-driven vessel has the right-of-way.
 6DLOLQJYHVVHOVVKRXOGNHHSFOHDURIDQ\¿VKLQJYHVVHO
- In a narrow channel, a sailing vessel should not
hamper the safe passage of a power-driven vessel
which can navigate only in such a channel.

The waters of the United States are marked for safe
navigation by the lateral system of buoyage. The
markers and buoys you will encounter have an
arrangement of shapes, colors, numbers and lights to
show which side of the buoy a boater should pass when
navigating in a particular direction.

There are three other rules to always remember when
driving your boat around other vessels.

The markings on these buoys are oriented from the
perspective of being entered from seaward while the
boater is going towards the port. This means that red
buoys are passed on the starboard (right) side when
proceeding from open water into port, and black buoys
are to port (left) side. When navigating out of port, your
SRVLWLRQWRWKHEXR\VVKRXOGEHUHYHUVHGUHGEXR\VWR
port and black buoys to starboard.

When navigating in narrow channels, you should keep
to the right when it is safe and practical to do so. If the
operator of a power-driven vessel is preparing to go
around a bend that may obstruct the view of other water
vessels, the operator should sound a prolonged blast on
the whistle or horn—four to six seconds.

Many boating bodies of water are entirely within the
boundaries of a single state. The Uniform State
Waterway Marking Systems has been devised for
these waters. This system uses buoys and signs with
distinctive shapes and colors to show regulatory or
advisory information.

If another vessel is around the bend, it too should sound
the whistle or horn. Even if no reply is heard, however,
the vessel should still proceed around the bend with
caution.

These markers are white with black letters and orange
ERUGHUV7KHLQIRUPDWLRQVLJQL¿HVVSHHG]RQHV
restricted areas, danger areas and general information.

If you navigate these type of waters, you should carry a
portable air horn, which are available from local marine
supply stores.

5HPHPEHU0DUNLQJVPD\YDU\E\JHRJUDSKLFORFDWLRQ
Always consult local boating authorities before driving
your boat in unfamiliar waters.
(See examples of buoys and markers next page.)
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Notes:
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Section V
%RDW6SHFL¿FDWLRQV

Outback

Outback V

6SHFL¿FDWLRQV

6SHFL¿FDWLRQV

/HQJWKZLWKRXW3ODWIRUP
/HQJWKZLWK3ODWIRUP
/HQJWKZLWK7UDLOHU 
:LGWK %HDP 

2YHUDOO:LGWKZLWK7UDLOHU
'UDIW  

:HLJKW %RDW2QO\ 
:HLJKW %RDW 7UDLOHU 
&DSDFLW\3DVVHQJHU
&DSDFLW\:HLJKW 
&DSDFLW\)XHO

6WDQGDUGSRZHU 
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¶´
¶´
¶´
´
´
´
OEV
OEV
SHUVRQV
OEV
JDOV
+39

/HQJWKZLWKRXW3ODWIRUP
/HQJWKZLWK3ODWIRUP
/HQJWKZLWK7UDLOHU
:LGWK %HDP 

2YHUDOO:LGWKZLWK7UDLOHU
'UDIW  

:HLJKW %RDW2QO\ 
:HLJKW %RDW 7UDLOHU 
&DSDFLW\3DVVHQJHU
&DSDFLW\:HLJKW
&DSDFLW\)XHO

6WDQGDUGSRZHU 










¶´
¶´
¶´
´
´
´
OEV
OEV

OEV
JDOV
+39
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Outback LS

Outback LSV

6SHFL¿FDWLRQV

6SHFL¿FDWLRQV

/HQJWKZLWKRXW3ODWIRUP
/HQJWKZLWK3ODWIRUP
/HQJWKZLWK7UDLOHU 
:LGWK %HDP 

2YHUDOO:LGWKZLWK7UDLOHU
'UDIW  

:HLJKW %RDW2QO\ 
:HLJKW %RDW 7UDLOHU 
Capacity - Passenger
&DSDFLW\:HLJKW 
&DSDFLW\)XHO

6WDQGDUGSRZHU 
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¶´
¶´
¶´
´
´
´
OEV
OEV
13 persons
OEV
JDOV
+39

/HQJWKZLWKRXW3ODWIRUP
/HQJWKZLWK3ODWIRUP
/HQJWKZLWK7UDLOHU
:LGWK %HDP 

2YHUDOO:LGWKZLWK7UDLOHU
'UDIW  

:HLJKW %RDW2QO\ 
:HLJKW %RDW 7UDLOHU 
Capacity - Passenger
&DSDFLW\:HLJKW
&DSDFLW\)XHO

6WDQGDUGSRZHU 










¶´
¶´
¶´
´
´
´
OEV
OEV
13
OEV
JDOV
+39
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Mobius LS

Mobius LSV

6SHFL¿FDWLRQV
/HQJWKZLWKRXW3ODWIRUP
/HQJWKZLWK3ODWIRUP
/HQJWKZLWK7UDLOHU
:LGWK %HDP 

2YHUDOO:LGWKZLWK7UDLOHU
'UDIW  

:HLJKW %RDW2QO\ 
:HLJKW %RDW 7UDLOHU 
Capacity - Passenger
&DSDFLW\:HLJKW
&DSDFLW\)XHO

6WDQGDUGSRZHU 
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6SHFL¿FDWLRQV










¶´
¶´
¶´
´
´
´
OEV
OEV
13
OEV
JDOV
+39

/HQJWKZLWKRXW3ODWIRUP
/HQJWKZLWK3ODWIRUP
/HQJWKZLWK7UDLOHU
:LGWK %HDP 

2YHUDOO:LGWKZLWK7UDLOHU
'UDIW  

:HLJKW %RDW2QO\ 
:HLJKW %RDW 7UDLOHU 
Capacity - Passenger
&DSDFLW\:HLJKW
&DSDFLW\)XHO

6WDQGDUGSRZHU 










¶´
¶´
¶´
´
´
´
OEV
OEV
13
OEV
JDOV
+39
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Mobius XLV

6SHFL¿FDWLRQV
/HQJWKZLWKRXW3ODWIRUP
/HQJWKZLWK3ODWIRUP
/HQJWKZLWK7UDLOHU
:LGWK %HDP 

2YHUDOO:LGWKZLWK7UDLOHU
'UDIW  

:HLJKW %RDW2QO\ 
:HLJKW %RDW 7UDLOHU 
Capacity - Passenger
&DSDFLW\:HLJKW
&DSDFLW\)XHO

6WDQGDUGSRZHU 
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´
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JDOV
+39
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Section VI
Operating Information

%5($.,1
Taking care to properly break in your new engine will pay off
LQWKHORQJUXQ,QRXU\HDUVRI¿HOGWHVWLQJZHKDYHSURYHQ
that an Indmar engine, when properly broken in according
to our simple procedures, will last longer, run better and
have fewer repairs over its lifetime.

'XULQJWKH%5($.,1SURFHVVHQJLQHWHPSHUDWXUHVKRXOG
be carefully monitored and speed should be reduced
if overheating is evident. $/62 3/($6( 5()(5
72 (1*,1( 2:1(5¶6 0$18$/ )25 %5($.,1
INFORMATION.

Your new engine does not require an elaborate break-in
procedure. Just follow these simple instructions and you
are off to a great start.

NOTICE: PLEASE REFER TO ENGINE OWNER’S
MANUAL for maximum RPM and engine break-in
procedure.

The three (3) most important aspects of new engine breakLQDUH
1. Avoid running engine at high speeds.
2. Do not carry a heavy load (passengers, gear, etc.).
3. Vary your boat speed during break-in, do not run at the
same RPM for a long period of time.

$IWHUWKH¿UVWWRKRXUVRIRSHUDWLRQWDNH\RXUERDW
WR WKH GHDOHU IRU LWV ¿UVW RLO DQG ¿OWHU FKDQJH DV ZHOO DV
an engine checkup. Remember to keep a sharp eye on
DOO JDXJHV DQG ZDUQLQJ OLJKWV GXULQJ WKHVH ¿UVW KRXUV RI
operation. Report anything unusual to your dealer.

%5($.,167(36
 )RUWKH¿UVWKRXUGRQRWH[FHHG530
 )RUWKHVHFRQGKRXUGRQRWH[FHHG530
 )RUWKHQH[W¿YHKRXUVGRQRWH[FHHG530
%5($.,17,36
- Avoid fast accelerations and do not carry (or pull) a
heavy load during this period.
- Always let engine warm up gradually before
acceleration.
 &KHFNRLOIUHTXHQWO\'XULQJWKH¿UVWWR 
hours, an engine can use more oil than usual. Maintain
 RLODWDSURSHUOHYHODWDOOWLPHV GRQRWRYHU¿OO 
 0RQLWRUWUDQVPLVVLRQÀXLGOHYHOV
- Report abnormal noises or vibrations to your dealer.
 .HHSDQH\HRXWIRUORRVHPRXQWLQJV¿WWLQJVQXWV
bolts, and clamps.
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After the break-in procedure is over, your boat may be
operated continuously at any speed.

Do not exceed maximum RPM recommended for your
engine. Exceeding the maximum RPM may result in
damage to the engine.

Before starting your engine you must open the engine
box and check engine compartment and bilge for
gasoline and oil vapors.
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Maximum Capacities

Canvas Cover

In compliance with United States Coast Guard Regulations,
Moomba Boats meet or exceed all safety standards
designed for recreational boats. To ensure safe handling
and performance, each Moomba boat displays a maximum
capacity sticker (see sample), stating the maximum
passenger weight load allowable.

<RXU0RRPEDERDWFRYHULVPDGHIURPWKH¿QHVWFDQYDV
and webbing to ensure that your boat will be protected in
WKHRIIVHDVRQ7KHFRYHUKDVEHHQGHVLJQHGWR¿WVHFXUHO\
around each boat. If your new cover does not seem to be
snug, a shrinkage allowance has been sized in.

NOTICE: Refer to the Maximum Capacity Sticker on
your boat for allowable loading.

8VHWKHIROORZLQJSURFHGXUHZKHQFRYHULQJWKHERDW

Do not exceed the maximum capacity of the boat.

Coast Guard Regulations
The United States Coast Guard boating regulations
prescribe minimum standards of safety to be met and
maintained by all watercraft. It is necessary that your boat
remain in compliance with these regulations.
The staff at Skier’s Choice, Inc. recommend that all boat
operators complete a Coast Guard approved boating safety
course.

1. Be sure that the cover fits snugly at the bow then
unfold
from front to back.
2. Be sure to install cover pole(s) and adjust to proper
height, using set screw on pole(s). This will keep water
from gathering in the center, which can damage the
cover.
3. Secure all fastening straps around the trailer frame.
4. Pull the draw cord equally from both sides and tie off to
the lifting eyes on the stern in accordance with the
illustration.

Folding Cover
When folding the cover for storage, be sure the cover is dry.
7DNHFDUHQRWWRVFUDWFKWKHFDQYDV¿QLVKDJDLQVWURXJK
surfaces. Store in a dry location.

Cover Repair
If the cover becomes damaged, immediately patch and
reseal the area. Use a tent seam sealer to reseal any new
stitches. Spray fabric guard on scraped or worn surfaces.
Canvas tears should be repaired professionally and stitches
sealed to prevent leakage.

Your mooring cover is not designed for trailering. Trailering
with your cover installed may cause premature cover failure
and boat damage. This damage is not warrantable.
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Section VII
Starting & Operation
$VWDQGDUGSUHVWDUWLQJSURFHGXUHVKRXOGEHDOZD\VEHIROORZHGEHIRUHWKH¿UVWVWDUWXSRIWKHGD\
1. Check the engine oil level.
2. Check for gasoline fumes in bilge or engine compartment.
3. Operate engine blower for four minutes before starting the engine to remove any fumes.
4. Check manual operation of bilge pump. Make sure bilge areas are empty.
Other items might also be inspected, depending on the boat and its use. It is advisable to formulate a check list particular
to the equipment and operation of your boat.
5()(5727+(%2$70$1¶6&+(&./,672)7+,60$18$/
Consult the local Coast Guard Auxiliary or Power Squadron for full details on boating safety.
NOTE: Add-on electrical accessories should never be connected to the ignition terminal or ignition circuit.
IMPORTANT: DO NOT continue to operate the starter for more than 15 seconds at a time without pausing to
allow the starter motor to cool down for at least two minutes. This will also allow the battery to recover between
starting attempts. PLEASE REFER TO ENGINE OWNER’S MANUAL FOR ADDITIONAL DETAILS.

Do not start engine if gas fumes are present!

%()25(67$57,1*(1*,1(%(685(7+$77+(6+,)76(/(&725,6,11(875$/
The correct starting procedure depends upon the type of engine. Please refer to the engine manual before starting.

To Start Electronic Fuel Injection
(EFI) Engine
3ODFHVKLIWVHOHFWRULQ1HXWUDOZLWKWKHWKURWWOH 
in the upright (zero) position. (If throttle is not in the
idle position, the throttle position sensor will not allow
the engine computer to proceed with a normal starting
procedure).
2. Turn Ignition Key to Start Position to operate the
starter.
3. Release the key when engine starts (key will return to
run position).
$OORZWKHHQJLQHWRHVWDEOLVKDJRRGLGOH WR
seconds) before getting underway.
5. Shift slowly into forward or reverse, allowing the
transmission time to engage before powering up.
NOTE: It is normal for the idle to speed up in cold start
conditions.

DO NOT continue to operate the starter for more than 15
seconds at a time without pausing to allow the starter
motor to cool down for at least two minutes. This
will also allow the battery to recover between starting
attempts. PLEASE REFER TO ENGINE OWNER’S
MANUAL FOR ADDITIONAL DETAILS.
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127( 6KRXOGWKH(),HQJLQHEHFRPH³ÀRRGHG´XVH
the following procedure to start:
 3ODFHVKLIWVHOHFWRULQ1HXWUDODQGGLVHQJDJH 
the transmission by pushing the transmission lockout
button located at the bottom of the lever.
2. With the transmission disengaged push
the lever forward to full throttle position. (This will
cause the computer to shut off the fuel injectors
which will allow the engine to clear of excess
fuel during starting).
3. Turn the Ignition Key to Start Position and operate
the starter for no more than 15 seconds at a time
until the engine starts.
4. When the engine starts, back off the throttle and
  DOORZWKHHQJLQHWRHVWDEOLVKDJRRGLGOH WR
seconds).
5. Return the throttle to idle position and
the transmission lockout will automatically reengage
the transmission in neutral position.
6. When ready to get underway, shift slowly into
forward or reverse, allowing the transmission time
to engage the gearing before powering up.

Warm-Up
Always let engine warm up to normal operating temperature
before accelerating.
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Throttle Lever

The throttle lever controls both the throttle and the
transmission. The idle position (normally vertical) is the
zero throttle position and the neutral position for the
transmission. A safety ring (umbrella) keeps the lever from
being accidentally moved to engage the transmission.
To place the transmission into gear, with your hand placed
over the lever ball, pull up on the safety ring (umbrella) and
slowly push the lever into forward gear or slowly pull the
lever back into reverse gear.

1HYHU VKLIW WKH OHYHU GLUHFWO\ IURP WKH QHXWUDO YHUWLFDO 
position into a speed position.
- To prevent damage to the transmission always
allow the transmission time to engage before
accelerating the engine.
- Once the transmission is engaged, you may accelerate
as quickly as you like.

Bilge Area Drain Plug

The bilge area drain plug is located at the front of the motor
well, in the center under the engine.
It is extremely important that the drain plug is always
checked before starting the engine. The drain plug should
be secured in place using a wrench.
NOTE: Not all Moomba models have center drains.

DO NOT start engine until center drain plug is checked
and secured in place. DO NOT try to install center drain
plug while engine is running.

Some Moomba models DO NOT have mechanical
devices to hold the motor box cover in the open
position. Please use caution to prevent accidental
closing.

Rear Drain Plug (if applicable)

Transmission
Lockout
Button

The Transmission Lockout button allows the transmission to
be disengaged while giving the throttle full operating range.
With the lever in the idle position (normally vertical) push
the button located at the bottom of the lever to disengage
the transmission. The throttle may then be operated in
any open position (forward of neutral or back of neutral
upright position). Return the throttle to idle position, and
the transmission lockout will automatically reengage the
transmission in neutral position.
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The rear drain plug is located at the back of the boat, near
the bottom of the transom. It is extremely important that the
drain plug is always checked before starting the engine. The
drain plug should be secured in place using a wrench.
DO NOT start the engine until the drain plug is checked
and secured in place.
DO NOT try to install the drain plug while the engine
is running!
© 2007 Skier’s Choice, Inc.

Fuel Precautions

Fueling

8VHDJDVROLQHZLWKDPLQLPXPRFWDQHUDWLQJRI6HH
engine owner’s manual for more information.

DO NOT use gasoline containing methyl alcohol
(methanol). Methanol can damage your boat’s fuel
system.
Sparks while fueling could cause an explosion!
Gasoline stabilizer should be added to the fuel tank when
the boat is used infrequently or whenever your boat will not
be used for two weeks or more. During storage always add
Gasoline stabilizer to reduce gumming or tank sludge.

Before Fueling:
1. Turn off engine.
2. Turn off ignition.
([WLQJXLVKFLJDUHWWHVRUDQ\RSHQÀDPH

While Fueling:
.HHSKRVHQR]]OHLQFRQWDFWZLWK¿OOSLSHWRSURYLGHD
ground against static sparks.
2. Fill tank at a slow rate to avoid any spillage.

Filling the Tank

)XHO&DS .H\

%HHVSHFLDOO\FDUHIXOZKHQ¿OOLQJWKHIXHOWDQN'2127
RYHU¿OOWKHWDQN)XHOPD\HPSW\WKURXJKWKHIXHOYHQW
DQGGDPDJHWR¿QLVKHVFRXOGUHVXOW

The fuel cap is located on the rear deck near the stern. A
special fuel key is provided to open the cap.

If fuel is spilled on stripes or decals, apply a common bath
cleaner (nonabrasive) and wipe with a damp cloth. Rinse
the spill area with clean water.

© 2007 Skier’s Choice, Inc.

NOTE: The cap is sealed by a rubber O-ring. Please
do not over tighten.
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Section VIII
Instrument Panel & Controls

Speed Calibration
Moomba Dash

Speed may be checked using a stopwatch and a standard
slalom course. Adjust the speedometer needle by twisting
the adjuster knobs located beneath the dash panel.
Speed can also be set by using a hand-held GPS.

Slalom Course Speeds
(Times are from start gate to end
gate)

Blank Gauge
The Moomba dash has extra slots
for gauges for accessories. If you
add options in the future that have a
2 inch gauge (I.e. wakeplate, depth
¿QGHUHWF WKLVEODQNJDXJHFDQEH
removed and the accessory gauge
can be added in its place.

© 2007 Skier’s Choice, Inc.
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Warning Stickers

Tachometer

Always heed the dash mounted warning stickers.

GASOLINE VAPORS CAN EXPLODE!
BEFORE STARTING ENGINE:
-

Check engine compartment for gasoline or vapors.
Operate blower for four minutes before starting engine.
Run blower below cruising speed.
Turn off engine before using ski platform.

Speedometer

The tachometer registers the operating speed of the
motor’s shaft output and may be used as an alternative to
speedometer if weight and water conditions permit.
'2 127 H[FHHG WKH UHFRPPHQGHG 530 GXULQJ EUHDN
in and normal operation of your motor. Exceeding the
manufacturer’s suggested RPM may cause damage to the
engine.

(QJLQH+RXUV
The speedometer indicates the water speed of the boat in
miles per hour. It is recommended that the speedometer be
FKHFNHGIRUDFFXUDF\DIWHUHDFKHQJLQHKRXUV
Speed may be checked using a stopwatch and a standard
slalom course. Adjust the speedometer needle by turning
the knob at the bottom of the gauge.
127( ,IWKHVSHHGRPHWHUUHJLVWHUVHUUDWLFDOO\FKHFN
speedometer pickups.

(1*,1( +2856 DUH VKRZQ RQ WKH IDFH RI WKH
tachometer.
The engine hour gauge acts as an odometer for the
engine.
Engine hours should always be noted and documented so
that required maintenance and lubricant changes may be
performed at the proper intervals.

Speedometer Pickups
The speedometer pickup is located on the bottom of the hull. The
pickup measures the speed of water passing the paddlewheel. Poor
water conditions or foreign material may clog the pickup causing the
speedometer to register incorrectly.
Inspect the paddlewheel and remove any foreign material only when
engine is off.
Please see paddlewheel owner manual in the Boat Owner’s Packet
for more information.

30
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Voltmeter (Inboard)
The voltmeter indicates whether the battery is charging or discharging.
The needle should be located in the normal range while the engine is
running.
If the voltmeter does not register in the normal range, there may be a
problem within the electrical system. It is normal for the voltmeter needle
WRIDOOZKHQVWDUWLQJWKHHQJLQH1RUPDOUDQJHLVWRYROWV

Temp Gauge
The temperature gauge indicates the engine coolant temperature while the
coolant is circulating inside the engine. Engine operating temperatures
ZLOOYDU\GHSHQGLQJRQWKHZHDWKHUFRQGLWLRQVDQGHQJLQHORDG1RUPDO
RSHUDWLQJWHPSUDQJHLVEHWZHHQGHJUHHVDQGGHJUHHV
NOTICE: Refer to your Engine Owner’s Manual for additional
details.

Oil Pressure Gauge

Fuel Gauge

Running the
engine with
low oil pressure
may cause
severe engine
damage.

The oil pressure gauge indicates the oil pressure in the
engine while the engine is running.
,IWKHRLOSUHVVXUHUHPDLQVEHORZWKHQRUPDOUDQJHRIWR
SVLVWRSWKHHQJLQHLPPHGLDWHO\,IHQJLQHLVDOORZHGWR
run while oil pressure is too low, permanent engine damage
may occur.
© 2007 Skier’s Choice, Inc.

This gauge indicates the approximate quantity of fuel
remaining in the tank when the ignition switch is in the
³21´SRVLWLRQ
NOTICE: DO NOT run the tank to empty. To prevent
FRQGHQVDWLRQIURPIRUPLQJLQWKHWDQNLWLVUHFRPPHQGHG
WKDWWKHWDQNEH¿OOHGZKHQWKHJDXJHLQGLFDWHVWDQN
of fuel remaining.
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Depth Sounder
Setting Deep Alarm (continued)
7RVHWWKH'HHS$ODUPSHUIRUPWKHIROORZLQJ
1. Press the down button. The current deep alarm depth
setting will display.
2. Press the up or down button to increase or decrease
respectively the deep alarm depth value.
Pressing either button once will change the depth value
 LQIRRWRU0HWHULQFUHPHQWV+ROGLQJHLWKHUEXWWRQ
 ZLOOFKDQJHWKHGHSWKYDOXHLQIRRWRU0HWHU 
increments per second.

Setting Units
The depth sounder can display depth in either standard or
metric units.
3HUIRUPWKHIROORZLQJVWHSVWRFKDQJHWKHGLVSOD\XQLWV
1. Simultaneously press the up and down buttons.
 (LWKHUWKH)7RU0XQLWVLQGLFDWRUGLVSOD\WH[WZLOOÀDVK
7+(1
2. To set feet units, press the up button.
 7KH)7LQGLFDWRUGLVSOD\WH[WZLOOÀDVKIRU¿YH 
seconds and return to normal mode display with feet
as the current units.
OR...
3. To set Meter units, press the down button.
 7KH0LQGLFDWRUGLVSOD\WH[WZLOOÀDVKIRU¿YHVHFRQGV
and return to normal mode display with Meters as the
current units.
127(:KHQSRZHULVDSSOLHGRUUHPRYHGDQGUHDSSOLHG
the units display defaults to feet units.

3. After setting the depth value, the alarm and down
 DUURZLFRQVZLOOEOLQNIRU¿YHVHFRQGV7KHQWKHGLVSOD\
will return to normal operating mode with the alarm and
down arrow icons displayed.
When triggered, an audible alarm sounds for ten seconds
ZKLOHÀDVKLQJWKHZDUQLQJ/('DODUPDQGGRZQLFRQVRQ
the display. After ten seconds, the audible alarm mutes but
WKH/('DQGGLVSOD\LFRQVFRQWLQXHWRÀDVK
127( :KHQ SRZHU LV UHPRYHG IURP WKH LQVWUXPHQW DOO
GHSWKVHWWLQJVDUHUHWXUQHGWR³´

Setting Shallow Alarm
The shallow alarm function can be set for depths ranging
IURPIHHW 0HWHU WRIHHW 0HWHUV $QDODUP
triggers when the water depth is less than the set value.
7RVHWWKHVKDOORZDODUPSHUIRUPWKHIROORZLQJ
1. Press the up button. The current shallow alarm depth
setting will display.
2. Press the up or down button to increase or decrease
respectively the shallow alarm depth value.
Pressing either button once will change the depth value
 LQIRRWRU0HWHULQFUHPHQWV+ROGLQJHLWKHUEXWWRQ
 ZLOOFKDQJHWKHGHSWKYDOXHLQIRRWRU0HWHU 
increments per second.
3. After setting the depth value, the alarm and up
 DUURZLFRQVZLOOEOLQNIRU¿YHVHFRQGV7KHQWKHGLVSOD\
will return to normal operating mode with the alarm and
up arrow icons displayed.
When triggered, an audible alarm sounds for ten seconds
ZKLOHÀDVKLQJWKHZDUQLQJ/('DODUPDQGXSLFRQVRQWKH
display. After ten seconds, the audible alarm mutes, but the
/('DQGGLVSOD\LFRQVFRQWLQXHWRÀDVK

Setting Deep Alarm

127( :KHQ SRZHU LV UHPRYHG IURP WKH LQVWUXPHQW DOO
GHSWKVHWWLQJVDUHUHWXUQHGWR³´

The deep alarm function can be set for depths ranging from
IHHW 0HWHU WRIHHW 0HWHUV $QDODUPWULJJHUV
when the water depth is greater than the set value.
32
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Troubleshooting
INSTRUMENT DOES NOT TURN ON (continued)
housing or replace the fuse holder assembly if
necessary.
2. Check the power cable connection. Be sure that the
 XQLWLVFRQQHFWHGWRDNQRZQSRZHUVRXUFH
RED wire to positive, BLACK wire to negative or
ground.
3. Ensure that the power source is powered using a
test light or some other reliable form of testing 12 volt
power.
Out of Range Display
If the display indicates three horizontal bars as shown,
the depth sounder indicates an out of range, inaccurate or
incomplete data condition.
An out of range condition occurs when the depth reading
LVOHVVWKDQIHHW 0HWHUV RUJUHDWHUWKDQIHHW
0HWHUV 
Inaccurate or incomplete data will cause an out of range
condition when operating in extremely dirty water, very
soft bottom or at high speeds. A faulty or improper
transducer connection can also cause an out of range error
condition.
Troubleshooting

4. If you are sure that the unit is receiving power and is
still not functioning, please contact Customer Service
for assistance.
5$1'2025)/$6+,1*%277205($',1*
1. Under certain circumstances, the depth sounder may
not perform at the best of its ability. Extremely dirty
water, very soft bottom, high speeds, deep water, or a
combination of the above will result in incomplete or
inaccurate readings.
2. Check the transducer cable connection on the back of
the unit.
3. Contact Customer Service for assistance if you are
unable to correct the problem.

INSTRUMENT DOES NOT TURN ON
1. If applicable, check main power supply fuse to the unit.
If it is blown, replace it with a 1 amp, normal blow fuse.
If in-line fuse is used, clean all corrosion from the fuse

© 2007 Skier’s Choice, Inc.
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Stereo
engaged. The red LED light will remain on until the
 V\VWHPLVWXUQHG³2))´XVLQJWKHURFNHUVZLWFK
3. The system will not allow any more throttle input than
the position of the throttle arm. Therefore, the throttle
arm should be advanced completely after the initial
engagement of the system to allow the system to
maintain the set RPM with different throttle positions
required such as when the boat turns.
NOTE: If the engine is turned off and the cruise system
LVOHIWRQZKHQWKHHQJLQHLVUHVWDUWHGWKHRSHUDWRUZLOO
KDYHQRWKURWWOHFRQWUROEHFDXVHWKHFUXLVHV\VWHPZLOO
engage at the idle RPM.
Adjusting The Boat Speed
Please refer to your stereo owner’s manual for proper
operation instruction.
NOTE: Stereo unit is connected to the STEREO switch
RQ WKH GDVK 7KH $&& VZLWFK PXVW EH LQ WKH ³21´
position before the stereo can be turned on.
7KHVWHUHRFDQQRWEHWXUQHGRIIE\WKHUHPRWH7KH³65&´
button on the stereo unit must be held down for three
seconds to completely turn the stereo off. Continue to hold
the SRC button until display goes blank or turn off the ACC
switch on the dash..

1. The speed of the boat can be adjusted faster
  E\SUHVVLQJDQGKROGLQJWKH³´VLGHRIWKH

momentary rocker switch, which will increase the
engine RPMs relative to the throttle position,
therefore to go faster than the initial set point.
2. The speed of the boat can be adjusted slower
  E\SUHVVLQJDQGKROGLQJWKH³´VLGHRIWKH
momentary rocker switch, which will
decrease the engine RPMs. The engine will
decrease RPMs below the initial set point.
3.

,IWKHIDFHGLVSOD\V³$//2))´\RXUVWHUHRLVLQVWDQGE\
mode and drawing battery power which will drain the battery
and may lead to a dead battery.

(=&UXLVH

Throttle override. After the handle has been
released and not moved for more than 2 seconds,
throttle override is available. To operate the
throttle override, simply move the throttle more
  WKDQDQG\RXFDQDSSO\PRUHWKURWWOH7R
reengage the system, slightly back the throttle
  GRZQXQWLOOLJKW¿UVWEHJLQVWREOLQN7KHQVOLJKWO\
move the throttle forward until the light returns
solid red and the system will be reengaged.
Disengaging The System
1.

The EZ Cruise System will disengage throttle control
when the throttle is brought back below the current
RPM set position at that time. IF the engine RPM
  KDVEHHQFKDQJHGXVLQJWKH³´RU³´PRPHQWDU\
rocker switch during operation, the latest RPM
position is the point where the cruise system will
disengage throttle control once the throttle position
is lower than that relative RPM position. The system
will reengage once the throttle position is advanced
back above the last set RPM position, as long as the
motor was not turned off.
Activating The Cruise System
1. Accelerate the boat up to the desired cruising speed.
2. Engage the EZ Cruise System by moving the rocker
 VZLWFKIURP³2))´WR³6(7´$WWKLVSRLQWWKHFUXLVH
system will take over throttle control and maintain the
RPM at which it was set. The small red LED light will
come on to let the operator know that the system is
34

2. The system can be completely disengaged by
  WXUQLQJWKHV\VWHP³2))´XVLQJWKHURFNHUVZLWFK,I
this is done while the boat is at speed and the
system is engaged, the throttle will have to be
moved below the set RPM position before it
will completely disengage and allow the operator
complete throttle control.

© 2007 Skier’s Choice, Inc.
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Ignition Switch

Tilt Steering

Located on the port side of the dashboard, the ignition switch
has three positions. In the vertical position the ignition is
OFF. With the key in, turn the ignition switch one notch to
the right to check all electrical equipment, including blower,
pump, and lights. Turn the ignition all the way to the right
to operate the starter.
NOTE: All electrical equipment should be turned off
when the boat is in storage.
7LOWVWHHULQJPD\EHDGMXVWHGXSRUGRZQLQ¿YHGLIIHUHQW
locking positions. To adjust, depress the tilt lever located
beneath the bezel and move the steering wheel to the
desired position. Release the lever to lock the wheel into
place.

+RUQ
The Horn Switch is located on the switch panel to the right
of the steering wheel.
 +RUQ:KLVWOH6LJQDOV
One Long Blast:
Warning Signal (Coming out of slip)
One Short Blast:
Pass on my Port Side
Two Short Blasts:
Pass on my Starboard Side
Three Short Blasts:
Engines in Reverse
Four or More Blasts:
Danger Signal
29(57$.,1*3$66,1* Boat being passed has
the right-of-way. KEEP CLEAR.
0((7,1*+($'21 Keep to the right.
3. CROSSING: Boat on the right has the right-of-way.
slow down and permit him to pass.

© 2007 Skier’s Choice, Inc.
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Warning Light (V-Drives Only)

Check Engine Light

7KHZDUQLQJOLJKWVKRXOGEH³RQ´DWLGOH,IWKHOLJKWUHPDLQV
³RQ´ZKHQWKHHQJLQHLVDERYH530VKXWWKHHQJLQH
off and check V-Drive oil level.

Your boat has an orange check engine light. It functions
much the same as the check engine light in your car. If the
engine control module senses certain engine parameters
out of range or a trouble code is set, the light will come
on.
If the light does comes on, stop using the boat and see an
authorized Indmar or Skier’s Choice Service Center.

Safety Lanyard/Engine Shut-Off Switch

Your Moomba is equipped with a Safety Lanyard/Engine
Shut-Off switch. In order for the engine to run, the plastic tip
of the safety lanyard must be attached to the switch. If the
clip is removed from the switch, the engine will not run.

Avoid serious injury or death. Attach Safety Lanyard
to driver prior to operating the boat.
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Gravity Ballast System

The optional Gravity Ballast System is an electronically
controlled ballast system that can be operated from the
driver’s seat. The Gravity system is available in a 1 or 3
position system. The switch panel to the 3 position system
is located directly below the shifter mechanism, and the
1 position system is operated from a switch on the dash.
(DFKVZLWFKDOORZVLQGHSHQGHQW¿OOLQJDQGGUDLQLQJRIHDFK
EDOODVWFRQWDLQHUE\VLPSO\KLWWLQJWKH¿OORUGUDLQVZLWFK,I
WKHV\VWHPIDLOVWR¿OORUGUDLQ\RXPD\FKHFNWKHUHVHWWDEOH
breaker on the switch panel, or the separate ballast fuse
block located under the dash area. The ballast bags or
tanks can be found in the front ski locker, under the rear
seat, or in the rear v-drive storage areas depending on the
the model and ballast system.

Each Gravity Ballast system also includes a manual shut
off valve in case of emergencies. If closed, the valve will
prevent any water from entering the system and is only used
in emergency situations. Under normal use the valve should
UHPDLQRSHQWRDOORZIXOOÀRZRIZDWHULQWRV\VWHP
Priming the System
To allow water into the system, the Gravity Ballast system
utilizes a scooped intake strainer to force water into the
V\VWHP 7KLV DOORZV WKH EDOODVW V\VWHP WR EH ¿OOHG ZKLOH
running or sitting still. If air becomes trapped in the system,
it may be necessary to run the boat at planing speeds to
IRUFHZDWHULQWRWKHV\VWHPDQGDOORZVWKH¿OOSXPSWRSULPH
fully. Once the pump has primed it is no longer necessary
WR UXQ WKH ERDW IRU ¿OOLQJ 7KLV VLWXDWLRQ PD\ RFFXU LI WKH
boat is trailered.

:KHQEDJVEHJLQWRYHQWVKXWRII
DO NOT OVERFILL BALLAST BAGS!

Care should be taken that the ballast bags are situated
SURSHUO\ZLWKWKH¿OOKRVHRQWRSDQGGUDLQKRVHRQERWWRP
DQGWKDWDOO¿WWLQJVDUHLQVWDOOHGVHFXUHO\7KHEDJVVKRXOG
not be twisted and the bags should be free to expand and
drain completely. Care should be taken to prevent sharp
objects from coming in contact with the bags. Cuts and
punctures to the bags are not warrantable.

© 2007 Skier’s Choice, Inc.
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Each Gravity Ballast system also
includes an in-line water strainer
before the manifold. This strainer will
keep debris out of the solenoid valve
and should prevent the valve from
getting clogged up and forced open.
The strainer cover should be removed
periodically and the filter screen
cleaned to prevent debris buildup on
the mesh screen. Be careful when
removing the cover not to lose the
O-ring used to seal the cover. Also, the strainer should be
removed and drained during winterization.

The Gravity Ballast system utilizes a manifold and a solenoid
YDOYHWRLQGHSHQGHQWO\¿OOHDFKEDJRUWDQN7KHVROHQRLG
valves have a small toggle switch that can manually override
the opening of the valve. The manual toggle switch needs
WR EH LQ WKH ³GRZQ´ SRVLWLRQ WR DOORZ WKH V\VWHP WR EH
controlled by the switches in the dash area. If the manual
WRJJOHVZLWFKLVWXUQHGWRWKH³XS´SRVLWLRQWKHYDOYHZLOOEH
open all the time and cannot be controlled by switches in
WKHGDVKDUHD,IWKHEDOODVWV\VWHP¿OOVFRQWLQXRXVO\ZKLOH
running the boat, check to make sure the manual override
WRJJOH VZLWFK LV LQ WKH ³GRZQ´ SRVLWLRQ ,I LW FRQWLQXHV WR
¿OODQGWKHPDQXDOWRJJOHVZLWFKLVLQWKH³GRZQ´SRVLWLRQ
check for debris that may have clogged the solenoid valve
IRUFLQJWKHYDOYHWRVWD\RSHQ,IWKHYDOYHVFRQWLQXHWR¿OO
closing the manual emergency shut-off valve will prevent
any water from entering the system.

7R¿OOWKHEDOODVWV\VWHPSUHVVWKH¿OOVZLWFK7RHPSW\
press the empty switch. With the ballast full, the boat may
porpoise at speeds above 25 mph.

Empty ballast before trailering the boat. DO NOT trailer
boat with ballast full!

Outback Optional Gravity Ballast System
127(:KHQ¿OOLQJWKHUHDUEDOODVWEDJLQWKH2XWEDFN
the rear seat should be raised to the upper position to
allow the bag to expand freely.

Outback LS & Mobius LS Gravity III

Outback LS & Mobius LS Gravity II

These boats have an optional split rear tank which allows
for adjustment in weight from port or starboard.

These boats have a double ballast system. The fore ballast
LVLQWKHVNLORFNHUORFDWHGLQWKHÀRRURIWKHERDW7KHDIW
ballast is in a large tank under the rear seat.
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Section IX
Equipment & Options

,JQLWLRQ.H\V

)XHO&DS.H\

Two ignition keys are provided with the boat. Key entry into
WKHLJQLWLRQPD\VRPHWLPHVEHGLI¿FXOWGXHWRWKHUXEEHU
boot protector. Please do not unduly force the key into the
ignition. Key tumblers are located vertically, so the key
should be vertical when placed into the switch.

To prevent tampering with the fuel system, your boat is
supplied with a gas cap which may be opened only with a
special key.
NOTE: The gas cap is sealed by a rubber O-ring. Please
do not over tighten.

Mirror
The rear view mirror is
installed as a standard item.
The mirror is adjustable so
that it may be set for each
driver.

$OZD\VDWWDFKWKHLJQLWLRQNH\DQGJDVNH\WRDÀRDWLQJ
key chain to prevent loss overboard.

- Mirror should always be
checked before driving.
- Mirror angle will change
with each new driver.

© 2007 Skier’s Choice, Inc.
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Driver’s Seat & Seat Adjustment
The Rise-R Seat is a unique
driver seat enhancement.
The front edge of the
driver’s seat cushion lifts
up to give the driver a taller
sightline. To switch the seat
to the raised position, use
two hands to lift and push
the front edge of the seat
cushion up and back until it
is sitting on the rear half of
the driver’s seat cushion. To
switch to the lower position,
use two hands to push
the Rise-R seat cushion
forward and down.
%HFDUHIXORIWKHDUWLFXODWLQJKLQJH'RQRWSODFH¿QJHUVRURWKHUREMHFWVLQWKHKLQJHPHFKDQLVPGXULQJ
use.
The driver’s seat may be adjusted forward or backward by moving the lever below the front of the seat. Use body
pressure to move the seat to the desired position. Release the lever then check to feel the seat lock into place.
$IWHUDGMXVWLQJWKHVHDWEHVXUHWKDWLWKDVORFNHGLQWRSODFHE\SXVKLQJIRUZDUGDQGEDFNZDUGXQWLOLWKDV
securely latched.
DO NOT attempt to adjust the driver’s seat while the boat is moving.

Motor Box Cover

V-Drive Engine Compartment
The motor box encloses
the inboard engine and
quiets engine noise.
When opening, stand
on either side, grasp
the handle and pull up
and back at an angle.
If the engine requires
maintenance, open
the box lid until it rests
open.

Never open the Motor Box while the boat is moving!

To access the engine compartment, turn latch and pull to
raise the center sun deck lid. When the ski lockers and
engine compartment lids are closed, the upholstered lids
double as a cushioned sun deck.

Some Moomba models DO NOT have mechanical
devices to hold the motor box cover in the open
position. Please use caution to prevent accidental
closing.
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Fire Extinguisher

Glove Box

$ VWDQGDUG &RDVW *XDUG DSSURYHG ¿UH H[WLQJXLVKHU LV
SURYLGHG RQ DOO 0RRPED ERDWV 7KH ¿UH H[WLQJXLVKHU LV
located on the port side of the interior under the observer’s
seat.

To open the glove box, press the black round cylinder
GRZQZKLOHOLIWLQJWKHEODFN¿QJHUWDE2QFHRSHQWKHOLG
is supported by a spring. To close the lid, push the middle
of the spring toward the rear of the glove box with one hand
as you guide the lid closed with the other.

(Refer to label instructions for use.)

Ski Pylon

The ski pylon is only to be used to pull skiers. DO NOT
use the ski pylon to hoist the boat. Only use the lifting
rings for this purpose.

NOTE: With use the ski pylon may loosen. Should this
RFFXUVHH\RXU0RRPED'HDOHUIRUVHUYLFH

© 2007 Skier’s Choice, Inc.

The use of pylon extensions can severely effect the
overall handling of the boat. Follow pylon extension
manufacturers directions for mounting.
DO NOT mount any Pylon Extension on the rear pylon
(located at the rear sundeck).
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Rad-A-Cage
The Mobius models are equipped with a
Moomba Rad-A-Cage towing tower. The
cage is designed as a stable tower to
enhance wakeboarding. It is NOT intended
to be used to tow skiers, barefooters, or
multiple wakeboarders. Such use will void
any warranties written or implied.
Be sure that all bolts are tightly in place
before use.
Be aware of and avoid low overhead
REMHFWV VXFK DV EULGJHV SRZHU OLQHV
RYHUKDQJLQJWUHHVHWF

Style 1
To Lower Cage for Storage:

Style 2
To Lower Cage for Storage:

7RROVUHTXLUHG´$OOHQZUHQFK IRUVWDLQOHVVVWHHO
;´$OOHQKHDGEROW

- Remove the four hand knobs from the top of the rear
leg. While holding the tower up, lower the side legs.
Then lower the tower downward into the boat.

 /RRVHQEXW'2127UHPRYHIURQWOHJDOOHQEROWV
- Loosen and remove the hand-knob bolts that connect
the rear legs to the feet.
- Place the hand-knob bolts somewhere for safe storage.
- While standing in the bow area, pull the cage forward,
gently placing it against the bow of the boat.

- Lift the tower and swing up the rear legs. Install the four
hand knobs.

Place padding between the cage and the boat to protect
the gel coat.

The threads in the aluminum foot could be damaged if
the bolts are not aligned and threaded correctly.

To Raise Cage:

To Raise Cage:
- Lift and rock the tower back into place until the rear
legs align with the rear feet. (Some manipulation of the
cage may be required to get the legs to line up with the
feet.)
- Install and tighten the rear head-knob bolts
- Tighten the front leg’s allen bolts.

The Rad-A-Cage is designed to pull single (1)
ZDNHERDUGHUWULFNVNLHURUNQHHERDUGHU
NOTE: Apply a thin coat of anti-seize to the threads of
the hand knobs periodically.

The threads in the aluminum foot could be damaged if
the bolts are not aligned and threaded correctly.

The Rad-A-Cage is designed to pull single (1)
ZDNHERDUGHUWULFNVNLHURUNQHHERDUGHU
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Stern Pole Light

Bow Light

The removable pole light
is stored in the bow.
Always check for proper
alignment when inserting
the pole light into the
receptacle.

The bow light is located on the forward deck. To alert other
boaters to your position and direction while underway at
night, the light is green on the starboard side and red on
the port side. To replace the bulb, remove Phillips screw
to lift cover.

Tower Pole Light
Boats equipped with factory
LQVWDOOHG WRZHUV WKH 
White Pole Light is mounted on
the tower. To raise the light,
pull the lever on the side of the
light and then carefully raise
the light to a vertical position.
Always lower the light after use
and before trailering to avoid
hitting low overhangs.
NOTE: If using tower pole
OLJKWGRQRWXVHVWHUQSROH
light.

The pole light must
always be in place and
illuminated when visibility
is limited. The pole light
must be displayed while
under way from sunset
to sunrise. The pole light
must also be illuminated
while at anchor from
sunset to sunrise.
NOTE: Boats that are
equipped with factory
installed towers do
not have a stern light pole even though the rear light
receptacle is installed. If you would like a rear 360 pole
light so you may operate your boat after dark with the
WRZHUUHPRYHG\RXPD\SXUFKDVHRQHWKURXJK\RXU
dealer.
DO NOT pull skier with tow rope attached to ski pylon
while pole light is in place.

Pop-Up Cleat
To use the cleat,
pull center up.

DO NOT tow
objects with the
cleats.

Pole Light Receptacle

The pole light receptacle is located on the port side
deck near the stern. To install the pole light, open the
cover completely and with the plug correctly aligned,
slide it into the socket until the electrical contacts are
¿UPO\LQSODFH
© 2007 Skier’s Choice, Inc.
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Bow Eye

Lifting Rings

The bow eye is located at the front of the hull below the
rub rail. It is the point of attachment to lead the boat onto
the trailer and to secure the boat to the trailer or to a tie-off
when docking.

Two lifting rings are located on the transom.
NOTE: The lifting rings should be the only point
RI DWWDFKPHQW IRU OLIWLQJ FDEOHV 6HH +RLVWLQJ
Instructions.)

127(6HH+RLVWLQJ,QVWUXFWLRQVEHIRUHXVLQJWKHERZ
eye to hoist the boat.

Ski Platform
DO NOT use the bow eye ONLY to hoist the boat. You
must use a sling with the bow eye when hoisting the
boat. Use only the designated lifting rings to hoist the
ERDW 6HH+RLVWLQJ,QVWUXFWLRQV

Ski Platform
Detachable
Bracket
The ski platform
is fastened to
the boat with
detachable
brackets. The
platform may be
removed from the
boat by pulling
the retaining pins
from the brackets.

All Moomba models are equipped with a ski platform on
the stern. The platform allows easy access to and from the
water for skiers and swimmers.
It is recommended that all entries to and exits from the
water be made from the platform to avoid accidents. (The
¿EHUJODVVGHFNFDQEHFRPHVOLSSHU\ZKHQZHW

Shut Engine OFF when people are on the platform or
in the water near the platform.

Exhaust fumes contain carbon monoxide. Direct or
prolonged exposure to carbon monoxide will cause
brain damage or death.
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Propeller

The research and design team at Skier’s Choice has
carefully explored and tested many different propellers and
pitch angles for use on Moomba boats. All tests indicate that
the current propeller installed on your model is the best for
the variety of boating performance required, whether skiing
competitively or for pleasure.
It is strongly recommended that your Moomba dealer be
QRWL¿HGEHIRUHFKDQJLQJWKHSURSHOOHU,QJHQHUDOFKDQJLQJ
to a lower pitched propeller may increase acceleration,
but will decrease top speed. Changing to a higher pitched
propeller may achieve higher top speed with a light load,
while acceleration and power may decrease.

Propeller Precaution

Moving propeller will cause injury. Propeller may rotate
with boat in neutral. Shut off the engine when people
are on the platform or in the water near the platform to
avoid injury from the prop rotation.
NOTE Under no circumstances should a propeller which
allows the engine to surpass recommended RPMs be
installed.

$YRLG HQJLQH GDPDJH GR QRW H[FHHG WKH 0D[ 530
as listed for your motor. Some props may allow the
engine to over-rev which can cause non-warrantable
engine damage.

Outback Convertible Rear Seat/Sundeck

The Outback features a
convertible rear seat that
can be placed in normal seat
cushion setting (A) or in an
upper sundeck setting (B).
To move the seat from the
low to high position, pull the
seat cushion forward toward
the motor box, then place
the cushion on top of the
rear seat sides. Be sure to
install the locking straps (C)
when the cushion is in the
upper position.

'2127H[FHHG03+ZLWKWKHVXQGHFNLQWKHXSSHUSRVLWLRQ'2127WUDLOHUWKHERDWZLWKFXVKLRQLQWKH
upper position. Loss of a seat cushion or damage associated to the seat coming out of the boat IS NOT covered
by your boat warranty.
© 2007 Skier’s Choice, Inc.
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Optional Trim Switch and Gauge

2SWLRQDO+\GUDXOLF:DNHSODWH

This switch controls the optional hydraulic wakeplate. The gauge indicates
WKHSRVLWLRQRIWKHZDNHSODWH7KHJDXJHZLOORQO\UHDGIURPGHJUHHVWR
GHJUHHVGXHWROLPLWHGK\GUDXOLFPRYHPHQW
The optional hydraulic wakeplate allows the driver to control the running
attitude of the boat.

Battery Box

The battery box is mounted on the inside of the observer’s
seat storage compartment.
NOTE: It is recommended that the battery cables be
disconnected from the battery when the boat is placed
in storage. (Refer to Battery Cable Installation and
Precautions)

Avoid damage or injury from battery acid. Ensure that
battery is properly secured before using the boat.
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Fueling Conditions

Fuel Vent

The following conditions may be considered normal
operation of the fuel gauge and fuel system:
- Gas station pumps may shut off before the fuel gauge
indicates FULL.
 7KHDPRXQWRIIXHOUHTXLUHGIRU¿OOXSPD\QRWH[DFWO\
correspond to the gauge.
- The gauge needle may not move away from FULL until
 VRPHWLPHDIWHU¿OOXS
- The gauge needle may move during turns, stops, and
acceleration.
NOTICE: Become familiar with engine hourly fuel
consumption at various speeds and know when to
check the fuel gauge.

Walk-Through Windshield

The moveable center windshield panel allows access to
and from the bow area on some models. To open, turn
safety latches to vertical and push. Carefully lay the hinged
ZLQGVKLHOGSDQHOEDFNDJDLQVWWKH¿[HGVLGHSDQHO

7KHIXHOYHQWLVDSDUWRIWKHJDV¿OOHUQHFN7KLVYHQWLV
connected to the fuel tank via the vent hose, which releases
gasoline fumes from the fuel tank.

Gasoline vapors are highly explosive!
© 2007 Skier’s Choice, Inc.
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Double-Up Seating

Optional Bimini Top

Some Moomba models offer Double-Up seating. This
XQLTXHVHDWLQJFDQEHVWRUHGÀDWIRUHDV\DFFHVVWRWKHERZ
RUÀLSSHGXSIRUH[WUDUHDUDQGIRUZDUGIDFLQJVHDWLQJ7R
use this seating, lift and pull the seat back into the locked
position. Be sure that the metal arms are locked straight
before applying pressure. To lay seat back down, simply
push down on the middle section of the metal support
arm.

Optional Wakeboard Racks

Wakeboard racks are a convenient way to transport and
store wakeboards while using your boat.
Check tightness of all mounting hardware before each
use.
DO NOT trailer the boat with wakeboards mounted in
the rack.

The bimini top is designed as a sunshade. Please see
the mooring cover section for instructions on cleaning and
caring for your bimini top. When opening and latching the
straps to the eye hooks, twist the strap one to two times to
prevent them from vibrating in the wind.
'2127RSHUDWHWKHERDWDERYH03+ZLWKWKHELPLQL
top open.
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2SWLRQDO%RDW+HDWHU

Cooler

Some Moomba models offer built-in coolers. They are foam
insulated and have drain holes that drain water into the
bilge. Be sure to thoroughly clean the cooler and allow it to
dry after each use to prevent mold and mildew.
NOTE: Damage from mildew and mold IS NOT covered
under your boat warranty.

Optional Satellite Radio

The boat heater is a forced air heater that uses hot engine
water as a heat source. To use the heater, simply turn the
heater switch to the selected fan speed. In order for the
heater to work, the engine must be at operating temperature.
One of the features of the heater are the snorkel vents, which
FDQEHSXOOHGRXWWRGLUHFWKHDWWRVSHFL¿FDUHDV

Satellite Antenna

The optional satellite radio option is designed to give the
XVHU PXVLF DFFHVV DQ\ZKHUH WKH\ JR LQ 1RUWK $PHULFD
7KH V\VWHP LV D  FKDQQHO V\VWHP ZKLFK LV EURNHQ
GRZQLQWRGLIIHUHQWPXVLFW\SHVVXFKDVROGLHVKDUGURFN
HDV\OLVWHQLQJDOWHUQDWLYH¶VMD]]ELJEDQGVHWF7KLV
system does have a minimal subscription fee that must be
paid annually to continue service. Please see satellite radio
owner’s manual for more information.
NOTE: Location of satellite antenna may vary.

© 2007 Skier’s Choice, Inc.
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Optional Perfect Pass

Perfect Pass is a marine approved cruise control system. It
is an accurate and simple way to ensure consistent speed.
It is controlled by the driver via a gauge on the dash.
Knowing how to properly operate your Perfect Pass will
ensure a trouble-free day on the water. When the operation
of the Perfect Pass is tested at the factory, it is set for an
unweighted boat. Under this setting you may experience
VXUJLQJLI\RXKDYHZHLJKWHG\RXUERDWE\¿OOLQJ\RXUEDOODVW
system. When selecting RPM or Speed mode, you should
be aware that Speed mode works best from 6-26 mph and
RPM mode works best for speeds over 26 mph. The KDW
setting, which determines how quickly the system will adjust
to changes in speed is accessed by pushing both the arrow
EXWWRQV  7KLV VKRXOG EH VHW DW  IRU XQZHLJKWHG ERDWV
DQGIRUZHLJKWHGERDWV7KH11ZKLFKGHWHUPLQHV
how many speed samples are taken before it will make
DQDGMXVWPHQWLVDFFHVVHGE\SUHVVLQJWKH0(18EXWWRQ
RQFHWKH.':LVDFFHVVHG7KH11VKRXOGEHVHWDW
IRUDQXQZHLJKWHGERDWDQGIRUDZHLJKWHGERDW7KLV
will allow you to adjust the system properly and change it
for varying activities.

Optional Tower Speakers

The optional tower speakers are an additional set of
speakers designed to allow the rider to be able to hear
the music. The tower speakers require the addition of an
DPSOL¿HUWRSRZHUWKHVSHDNHUV

Some lakes have noise restriction ordinances. The use
of tower speakers may not be allowed in your area.
Please check all applicable laws in your area regarding
noise level restrictions.

Optional Subwoofer

Be sure to read and understand the Perfect Pass
Owner’s Manual before using this feature. If you did not
UHFHLYHD3HUIHFW3DVV2ZQHU¶V0DQXDOSOHDVHFRQWDFW
your selling dealer.

Optional Walk-Through Curtain
Some Moomba models offer an optional Walk-Through
Curtain that snaps into the front walk-through to help
SUHYHQWFRRODLUIURPÀRZLQJLQWRWKHFRFNSLWDUHD
The optional sub-woofer is designed to increase the sound
OHYHO RI WKH EDVV QRWHV 7KH RSWLRQDO DPSOL¿HU SRZHUV
the sub-woofer. The bass level can be adjusted on the
DPSOL¿HU3OHDVHVHHVWHUHRDPSOL¿HURZQHU¶VPDQXDOIRU
more information.
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Fresh Water Cooling System

The optional fresh water cooling system has a heat
exchanger which allows the engine to have an antifreeze
mixture which circulates in the engine. For more information,
see your engine owner’s manual.

Fresh Water Flush

7KHRSWLRQDO)UHVK:DWHU)OXVKNLWLVDYDOYHVSHFL¿FDOO\
designed to allow you to attach a garden hose to your
HQJLQH ZDWHULQWDNHWRÀXVKEUDFNLVKRUVDOWZDWHURXWRI
your engine. To use the Fresh Water Flush, simply attach
a garden hose to the valve. Turn on the water to the valve.
Start the engine. Monitor the exhaust ports on the transom
of your boat and engine temperature gauge. Water should
come out of the exhaust ports while the engine is running. It
is recommended that you run the engine at a low RPM while
ÀXVKLQJVLQFHWKHHQJLQH¶VUDZZDWHUSXPSDWKLJKHU530V
can pump more water than the garden hose can supply. If
you have questions on the operation of your Fresh Water
Flush kit, consult your Moomba Dealer.

© 2007 Skier’s Choice, Inc.
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Optional Stereo Amp

The stereo amplifier
is an optional piece of
stereo equipment that
is designed to increase
the wattage of the signal
going to the speakers
while minimizing
distortion of this signal.
Please see stereo
DPSOL¿HURZQHU¶VPDQXDOIRUPRUHLQIRUPDWLRQ

8VLQJDVWHUHRDPSOL¿HUZLWKRXWERDWHQJLQHUXQQLQJ
may drain the battery to the point where the boat will
QRWUHVWDUW7KLVFRQGLWLRQPD\KDSSHQYHU\TXLFNO\
depending on the size of the battery!

Optional CD Changers

Optional Tonneau Cover

The optional tonneau cover is designed to snap over the
ERZRIWKHERDW,WVSXUSRVHLVWRPLQLPL]HDLUÀRZLQWRWKH
cockpit area when the boat is in use and as a storage cover
when used in combination with the optional cockpit cover.

DO NOT trailer the boat with the tonneau cover installed.
The tonneau cover is not designed as a trailer cover
and may come unsnapped or rip. This type of damage
IS NOT covered by your boat warranty!

7KHRSWLRQDOGLVN&'FKDQJHULVPRXQWHGWRWKHÀRRURI
the boat and is controlled using the stereo controls. It can
also be controlled by the stereo remote. Please see CD
changer owner’s manual for more information.

Tower Speaker and Light Bar Combo

The optional tower speaker and light bar combo is a unit
that houses both an additional set of tower speakers and
lights. The speakers are designed to allow the rider to be
able to hear the music. The tower speakers require the
DGGLWLRQRIDQDPSOL¿HUWRSRZHUWKHVSHDNHUV7KHWRZHU
lights are designed to make docking, loading and unloading
easier. The tower lights require the addition of a dual-battery
electrical system.
NOTE: Tower lights are not to be used as running lights
at night. USCG regulations mandate that a boat under
power after sunset must display a 360 degree white
light and a red/green bow light.

Optional Cockpit Cover

The optional cockpit cover is a snap down storage cover
designed to help protect the interior of your boat. To install
the cover, start at the windshield and work towards the
transom. Be sure to install the cover poles to prevent water
pocketing.

DO NOT trailer the boat with the cockpit cover installed.
The cockpit cover IS NOT designed as a trailer cover
and may come unsnapped or rip. This type of damage
IS NOT covered by your boat warranty!

,W LV LOOHJDO WR ZDNHERDUG VNL WXEH HWF DIWHU VXQVHW
and before sunrise in most states. It has been outlawed
because it is dangerous. Tower lights do not make
these activities legal or safe.
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Transom Mount Stereo Remote

Automatic Fire Suppression System
The optional Automatic
Fire Suppression System
has a sensor in the
engine compartment
that is designed to detect
a fire. Under normal
conditions, the dash area
warning light will glow
green when the ignition
LV ³21´  ,I WKH HQJLQH
compartment sensor is
DFWLYDWHG E\ D ¿UH LW ZLOO
deploy the content of it’s
¿UH H[WLQJXLVKHU DQG WKH
dash mounted warning
light will turn red.

The optional transom mounted stereo remote allows the
stereo to be controlled from the rear of the boat.
.HHS DZD\ IURP UHDU RI ERDW ZKLOH
the engine is running. Do not be on or about the swim
platform while the engine is running or the boat is in
motion.

Bow Filler Cushion

Swivel Pylon
The swivel pylon option
has a spool that swivels
as the rope goes back and
forth.

7KHRSWLRQDOERZ¿OOHUFXVKLRQLVDFXVKLRQGHVLJQHGWR¿WLQ
WKHERZRIWKHERDW,W¿WVEHWZHHQWKHSRUWDQGVWDUERDUG
bow cushions and makes the bow area a solid cushion.

Docking Lights

Jump Seat
The Jump Seat option is a
small extra seat which can
be placed in the walk-thru
area to give more seating.
It must be used in an area
which keeps the seat from
moving.

The optional docking lights are designed to help you dock,
load and unload your boat in low light or at night.
NOTE: Docking lights are not to be used as running
lights at night. USCG regulations mandate that a boat
under power after sunset must display a 360 degree
white light and a red/green bow light.
© 2007 Skier’s Choice, Inc.
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Altitude and Wakeboard Prop

0RRPEDRIIHUVDQRSWLRQDOSURSGHVLJQHGVSHFL¿FDOO\IRU
high altitude and wakeboarding. This prop may help boats
perform better if the boat is being operated at elevations
DERYHIHHW7KLVSURSDOVRKHOSVERDWVVSHFL¿FDOO\
weighted for wakeboarding get on plane faster.
NOTE: This prop will reduce the top end speed of the
boat.
NOTE: IT will change the RPM-to-speed ratio and make
it possible for the RPM limiter built into the engine to
engage at full throttle.
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Engine Water Strainer

7KHRSWLRQDOHQJLQHZDWHUVWUDLQHULVD¿OWHUIRUWKHHQJLQH
cooling water. It is recommended for boats that are going
to be operated in weedy conditions or other areas where
debris could clog the engine. It consists of a stainless
VWHHOPHVK¿OWHULQVLGHDFOHDUFXS,WLVORFDWHGEHWZHHQ
the water intake on the bottom of the boat and the engine’s
raw water pump. It should be checked periodically for
debris as conditions dictate. To remove debris, unscrew
the clear sight cup, remove the o-ring and stainless steel
¿OWHUPHVKDQGSURFHHGWRULQVHRXWWKHFXS%HVXUHWR
UHLQVWDOOWKH¿OWHUPHVKDQGRULQJEHIRUHUHDWWDFKLQJWKH
sight cup to the inlet.
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'XDO%DWWHU\2SWLRQ+RRNXS
The dual battery option is designed to give you extra
battery power to run accessories, but at the same time
give you a safety feature not commonly found in a dual
battery setup. The Moomba Dual battery option features a
Voltage Sensitive relay which always monitors the engine
starting battery so that your engine will always restart.
We recommend that the selector switch always be set
WR ³´  ,Q WKH ³´ SRVLWLRQ WKH 9ROWDJH 6HQVLWLYH 5HOD\
monitors the engine starting battery, which will ensure
that you have a fully charged battery to start your boat.
7KH³+RXVH´RU$FFHVVRU\´EDWWHU\PD\EHFRPHGUDLQHG
during a high discharge cycle since it does not get charged
until the Starting battery is fully charged.
,QSRVLWLRQ³´ZKHQWKH6HQVHGEDWWHU\ HQJLQHVWDUWLQJ
battery) reaches 13.7 volts, the relay closes and parallels
both batteries. When this happens the LED light on
Voltage Sensitive Relay comes on.
,QSRVLWLRQ³´WKHVHQVHGEDWWHU\LVWKHDFFHVVRU\EDWWHU\
We do not recommend using this position since it can
cause the starting battery to drain, which would not allow
the engine battery to have enough power to restart your
boat.
,Q SRVLWLRQ ³ERWK´ WKH EDWWHULHV DUH SDUDOOHOHG DQG LQ D
high discharge cycle, both batteries can become drained,
which would not allow the engine battery to have enough
power to restart your boat.
NOTE: It is recommended that you fully recharge
your batteries using a battery charger periodically or
after a session of high discharge (lots of accessories
running for an extended period).

© 2007 Skier’s Choice, Inc.

NOTE: It is possible with this system for accessories
to shut down when the engine is running due to the
accessory battery draining down. This is a safety
feature. This system monitors the starting battery and
ZLOOVDFUL¿FHWKHDFFHVVRU\EDWWHU\VRWKDW\RXDUHQRW
stranded on the water with a weak starting battery.
NOTE: We highly recommend using high quality
³'XDO3XUSRVH %DWWHULHV´ LQ ERWK WKH VWDUWLQJ DQG
house position.
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Notes:
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Section X
Service & Maintenance

Service & Maintenance
For your convenience a maintenance chart has been included in this manual. The chart indicates when to perform
safety checks, lubrication, and general service to the boat. Engine hours or elapsed time determine when service is
necessary.
It is recommended that any replacement parts used during maintenance or for repair be supplied by an authorized
Moomba dealer.
NOTE: You are responsible for keeping records of all maintenance on your boat. To maintain your new boat
ZDUUDQW\\RXPD\EHDVNHGWRVKRZWKDWUHTXLUHGPDLQWHQDQFHZDVSHUIRUPHG
© 2007 Skier’s Choice, Inc.
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Cooling Systems

Body Lubrication

Fresh Water Cooling System

1RUPDO XVH RI \RXU 0RRPED FDXVHV PHWDO WR PHWDO
movement at some parts in the boat. Driver seat track
should be lubricated with a water resistant chassis lubricant
such as silicon grease.

The standard cooling system for Moomba boats is an
open circulating cooling system with water intake. This is
preferred for lakes and reservoirs with low salt content. If
the engine is occasionally operated in salt water, the cooling
V\VWHPVKRXOGEHÀXVKHGZLWKIUHVKZDWHUSHULRGLFDOO\DQG
always before storage. If your boat is regularly operated
in salt water, it should be equipped with the optional salt
water package.

Fuel Filter

Salt Water Cooling System
The optional cooling system for use on salt water is a
FORVHGV\VWHPZLWKDVROXWLRQRIDQWLIUHH]HDQG
fresh water. The coolant is left in the closed system and
replaced once a year.

$QLQOLQHIXHO¿OWHUKDVEHHQLQVWDOOHGIRUDGGHGSURWHFWLRQ
On fuel-injected V-drive models, it is mounted on the
starboard stringer, accessible under the V-drive cover. On
the fuel-injected inboard models, it is mounted on the inside
of the transom, accessible by removing the aft storage
panel. This is a serviceable component and should be
FKDQJHGHYHU\KRXUVRU\HDUO\DQQXDOO\
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Engine Oil & Filter

Dipstick

The oil filter is located below the engine. The engine
manufacturer recommends that you change the oil and
RLO ¿OWHU DIWHU WKH ¿UVW  KRXUV XVH RI \RXU QHZ ERDW
7KHUHDIWHU WR PD[LPL]H HQJLQH OLIH FKDQJH RLO DQG ¿OWHU
DIWHUHYHU\KRXUVRIXVH 6HH(QJLQH0DQXDO
REFER TO ENGINE MANUAL for more information.

If the oil pressure indication is too high or too low, stop
the engine immediately and check the oil level on the
dipstick.
NOTE: The oil pressure varies with engine temperature
and speed. If oil pressure does not increase when
WKURWWOHLVLQFUHDVHGVKXWRIIWKHHQJLQHLPPHGLDWHO\

9GULYHUHPRWHRLO¿OWHULVPRXQWHGLQDFRQYHQLHQWVSRWLQ
the engine compartment.

Continued operation while oil level is incorrect or
without pressure may result in serious engine damage.
5HSRUWDQ\SUREOHPWR\RXUGHDOHUDVVRRQDVSRVVLEOH
and do not operate engine until corrected.

Engine Oil
The engine crankcase oil should be selected to deliver
the highest performance for your operating conditions and
climate. In general, engine oils with lower viscosity ratings
are used when outdoor temperature remains low. Oils
with higher viscosity are used when outdoor temperature
is warmer and when higher performance is expected from
the engine.
,QGPDU UHFRPPHQGV : 3HQQ]RLO 0DULQH LQ WKHLU
HQJLQHV ,I QRW DYDLODEOH XVH D : PRWRU RLO ZLWK
DQ $3, FODVVL¿FDWLRQ UDWLQJ RI 6/6-&,&+&* RU
equivalent. Synthetic oils are not recommended until after
WKHHQJLQHKDVEHHQUXQIRUKRXUV
5HIHU WR (QJLQH 0DQXDO IRU PRUH LQIRUPDWLRQ )RU ¿OWHU
and capacity information, see the Engine Data table in this
manual.
© 2007 Skier’s Choice, Inc.
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Transmission
Direct Drive

V-Drive

7UDQVPLVVLRQÀXLGOHYHOVKRXOGEHFKHFNHGUHJXODUO\ VXFKDVHYHU\WHQHQJLQHKRXUV DQGÀXLGDGGHGLIQHFHVVDU\
0DLQWDLQÀXLGOHYHODVIROORZV
- Boat must be at rest.
- Engine should be at operating temperature but turned off while checking level.
  5HPRYHWUDQVPLVVLRQÀXLGGLSVWLFN
  :LSHÀXLGFOHDQIURPGLSVWLFNDQGUHSODFH
- Remove dipstick and note level indicated by the upper and lower marks.
  ,IUHTXLUHGDGGÀXLGWREULQJWKHOHYHOWRWKHXSSHUPDUN

Maintaining Fluid Level

Dripless Shaft Seal

8VH RQO\ 'H[WURQ ,,, WUDQVPLVVLRQ ÀXLG LQ WUDQVPLVVLRQV
ZLWK  GULYH WUDLQ 7R FKHFN ÀXLG OHYHO UHIHU WR (QJLQH
Manual.

Your Moomba comes standard with a dripless shaft seal.
If any seepage occurs, contact your dealer.

Change Frequency:
&KDQJH WUDQVPLVVLRQ ÀXLG HYHU\ \HDU UHIHU WR (QJLQH
Manual).
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V-Drive Location

7KHÀXLGOHYHOFDQEHFKHFNHGE\XVLQJWKHRLOOHYHOGLSVWLFNZKLFKLVORFDWHGRQWRSRIWKH9'ULYHWUDQVPLVVLRQ7KLV
unit’s located under the center cushion of the rear seat. Pull out the cushion to access the transmission.

V-Drive Fluid Check

Maintaining Fluid Level
V-Drive oil level should be checked regularly (such as every
WHQHQJLQHKRXUV DQGÀXLGDGGHGLIQHFHVVDU\
0DLQWDLQÀXLGOHYHODVIROORZV
- Boat must be at rest.
- Engine should be at operating temperature
but turned off while checking level.
- Remove V-Drive Unit dipstick.
  :LSHÀXLGFOHDQIURPGLSVWLFNDQGUHSODFH
- Remove dipstick and note level indicated by
the upper and lower marks.
  ,IUHTXLUHGDGGÀXLGWREULQJWKHOHYHOWRWKHXSSHU
mark.

Propeller Warning
3XOOWKH9'ULYH2LO/HYHOGLSVWLFNWRFKHFNWKHÀXLGOHYHO
,IWKHOHYHOLVORZDGGÀXLGWRWKHFRUUHFWPDUNRQWKHGLS
VWLFN8VH6$(PRWRURLO
127(2QO\DWUDLQHGDQGTXDOL¿HGWHFKQLFLDQVKRXOG
perform the oil change on your V-Drive unit.

Change Frequency
The oil should be changed in the V-Drive transmission after
WKH¿UVWKRXUVRIRSHUDWLRQWKHQHDFK\HDUDWWKHHQG
of your boating season.
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Moving propeller will cause injury. Propeller may rotate
with boat in neutral. Shut off the engine when people
are on the platform or in the water near the platform to
avoid injury from the prop rotation.
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Battery Cable Installation & Precautions

+\GURJHQ DQG R[\JHQ JDVHV DUH SURGXFHG GXULQJ
normal battery operation and charging. Sparks or
ÀDPHVQHDUWKHEDWWHU\YHQWRSHQLQJVFDQFDXVHWKH
mixture to ignite and explode.

Your battery is an important part of your boat. It provides
all of the power to start your boat and also allows all of
your electrical components to work, even if the motor is not
running (bilge pump, blower, stereo, etc.).
Because of it’s important role, Moomba recommends using
DJRRGTXDOLW\³0DULQH'XDO3XUSRVH´EDWWHU\7KH³'XDO
3XUSRVH´ UDWLQJ PHDQV WKDW LW FDQ SURYLGH WKH FUDQNLQJ
Amps needed to start your motor and also has an Amp
hour discharge rating so it can handle low electrical draw
-down cycle.

Sulfuric acid in the battery can cause serious burns. If
VSLOOHGRQVNLQRULQWKHH\HVÀXVKZLWKFOHDQZDWHU
LPPHGLDWHO\WKHQVHHNPHGLFDODWWHQWLRQ

Your Moomba electrical system is negative ground. The
negative battery cable is grounded on the engine block. The
positive battery cable is connected to the starter solenoid.
&RQQHFW WKH SRVLWLYH   EDWWHU\ FDEOH WR WKH SRVLWLYH  
post on the battery. Connect the negative (-) battery cable
to the negative (-) post on the battery.

Failure to connect battery cables as outlined will
damage the system and void the warranty.
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Section XI
Cleaning, Care & Storage
Fiberglass Care

Rub Rail Care

Washing and waxing the boat hull and deck regularly will
extend the life and beauty of your Moomba. It is a good
routine to rinse your boat with fresh water after each day’s
use.
It is recommended that the hull and deck be cleaned and
ZD[HGDIWHUHYHU\KRXUVRIXVH7KLVZLOOGHFUHDVHZDWHU
friction and lessen the potential for staining or spotting on
the gel coat surface.
When the original gel coat shine cannot be restored by
ZD[LQJWKHVKLQHPD\EHUHVWRUHGE\KDQGEXI¿QJZLWKD
commercial polishing compound . Be sure to apply a new
coat of wax containing Carnauba over the area that has
been polished.
IMPORTANT: Porcelain cleaning powders are too
abrasive for use on gel coat and may cause permanent
GLVFRORUDWLRQLIXVHG+RXVHKROGGHWHUJHQWVFRQWDLQLQJ
ammonia or chlorine should not be used on gel coat.
Never use acetone or ketone solvents to clean your
ERDW¿QLVK

Use a sponge or other soft material to wash and wax the
rub rail.
To wax, use a commercial automotive bumper wax.
127(:KHQW\LQJXSWRDGRFNRUDQRWKHUERDWDOZD\V
use cushioned fenders (dock bumpers) to protect your
boat from hard surfaces.

Washing Your Moomba

Windshield Care

The easiest way to preserve the beauty of your boat is
to keep it clean by frequent washing. Wash the boat with
luke warm or cold water. Wipe the boat down immediately
after washing to avoid water spots. Avoid using hot water
or washing your boat in direct sunlight. Avoid using strong
soaps or chemical detergents. To avoid spotting, all cleaning
agents should be thoroughly rinsed from the surface
SURPSWO\DQGQRWDOORZHGWRGU\RQWKH¿QLVK

Clean the windshield regularly to ensure that visibility is
not obstructed.

© 2007 Skier’s Choice, Inc.

Use a commercial glass cleaner to remove any spotting or
stubborn stains that develop on the windshield.
1HYHUXVHDEUDVLYHFOHDQHUVRQJODVVRUSODVWLFVXUIDFHV
as they may cause scratches.
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Upholstery Cleaning

Foreign Deposits
Tree sap, bird droppings, air borne chemicals, petroleum
products and other foreign matter may damage the gel
coat surface if not removed promptly (See Washing
Instructions).

All upholstery items on your boat are made of tough marine
grade vinyl that is easily cleaned with a mild detergent.

Strong detergents and cleaners may shorten the life
of the vinyl. PLEASE SEE VINYL MANUFACTURER’S
RECOMMENDED CARE GUIDE INCLUDED IN YOUR
2:1(5¶63$&.$*(

%RDW+XOO3URWHFWLRQ
If your Moomba is to remain in the water for an extended
period, the hull below the water line should be painted with
a marine bottom paint. Boats left in the water for extended
periods of time without bottom paint may experience
blistering or discolorization. This type of damage is not
covered by your boat’s warranty.
Teakwood Care
If teak wood has been installed on your Moomba, a small
amount of maintenance will be required to retain the natural
beauty. Teak wood should not be varnished. Instead, teak
oil or mineral oil should be applied. Oil should be applied
three to four times per year. If teak has been allowed to
EHFRPHJUD\DQGGU\VDQGZLWK¿QHJULWSDSHUDQGUHDSSO\
teak oil.

Drying Upholstery

'DPDJH FDXVHG E\ LPSURSHU FDUH FOHDQLQJ DJHQWV
FRQGLWLRQHURLOVZD[HVJDVROLQHHWF,6127FRYHUHG
under your boat’s warranty. Use only the recommended
vinyl cleaner as listed on the Vinyl Care Instruction
Sheet.
Please refer to www.marinespecialtiesgroup.com for
more information regarding vinyl care.

Wet Slipping Boats

It is important to provide for the drying of all upholstery
and carpet after each use of the boat. Open all storage
compartments and slide all removable cushions out about
an inch to allow air to circulate behind.

 ,QWKHHYHQWRIODUJHVWRUPVERDWVLQZHWVOLSVDUH
more likely to be damaged.
 ,I\RXGRQRWXVHWKHERDWRIWHQWKHEDWWHU\FDQJR
dead from pumping out water.
- The boat may develop organic growth which can
 JUHDWO\UHGXFHSHUIRUPDQFHDWWDFNDQGGLVFRORU
the gelcoat.*
- The boat may develop osmotic blisters.*
- The boat may get a stain line which cannot be
removed.*
* Painting the area below the waterline of the boat with
Interlux products will reduce the likelihood of these last
three.
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Section XII
Winterization & Dry Storage
Winterization

Summerization

When the boating and ski season comes to a close, it is
important to have your boat professionally winterized.

Before using the boat after it has been in dry storage
requires some special treatment. Moomba recommends
having your boat professionally summerized, preferably
by the same facility that prepped it for storage. They will
be familiar with what items were done in the fall and what
items need to be addressed in the spring.

If your boat is exposed to temperatures below 32 degrees
) GHJUHHV& LWLVSRVVLEOHIRUZDWHULQWKHHQJLQHEDOODVW
system, heater core, etc., to freeze. As this water freezes,
it expands and can crack pumps, valves, heat exchangers,
engine blocks, etc. This type of damage usually requires the
replacement of the cracked item and can be very expensive
to repair.

In addition to having your boat professionally
VXPPHUL]HGWKHIROORZLQJOLVWRIWDVNVVKRXOGEHGRQH
to ensure a successful start to your boating season.

It is extremely important to follow the proper winterizing
procedure. The engine must be correctly winterized for
safe storage in your climate. This should be done by
a professional. Your Moomba dealer will know exactly
what must be done to ensure the longest possible life
for your boat.

,QDGGLWLRQWRKDYLQJ\RXUERDWSURIHVVLRQDOO\ZLQWHUL]HG
the following tasks should be done to protect your boat
during storage:
1. Remove the center drain plug from the boat.
2. Thoroughly clean the boat inside and out. Inspect
the hull for any residue or algae growth and remove if
required.
3. Clean the bilge area thoroughly and operate the
bilge pump to remove any water from the bilge hose.
4. Remove all seat cushions and open all storage
areas to allow air circulation in the boat interior.
When thoroughly dry, replace cushions and close
storage areas.
5. Top off fuel tank to prevent any condensation from
accumulating in the fuel system. Use a commercially
available fuel stabilizer to remove water and prevent
gumming.
6. If the boat is stored on its trailer, ensure that the boat is
properly positioned. If possible, lift the tongue so that
the bow is slightly raised to promote drainage from the
drain hole.
7. Install the canvas cover and secure the straps in
accordance with cover instructions.

:KHQODXQFKLQJWKHERDWIRUWKH¿UVWWLPHRIWKHVHDVRQ
carefully watch all gauges to ensure that the boat is not
overheating, the alternator is charging and the engine has
proper oil pressure.

127( 'XULQJ WKH ZLQWHU PRQWKV ZDWHU LV D ERDW¶V
worst enemy. Always store the boat when the interior
is completely dry. Periodically check on the condition
of the stored boat.

Damage due to improper winterization IS NOT covered
under your boat’s warranty.
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+RLVWLQJ

CORRECT HOISTING

If the boat ever needs to be hoisted, special attention should
EHJLYHQWRWKHIROORZLQJUHFRPPHQGDWLRQV
- Hoist the boat using a horizontal lifting bar only.
 1HYHUDWWHPSWWROLIWWKHERDWE\PHDQVRIDFDEOHVOLQJ
from bow to stern lifting eyes.
- Hoist operator should slowly and smoothly lift the boat
without jerking to avoid damage to the lifting eyes.
- Use a clevis inserted through the lifting eye since a
hook may damage the lifting eye edges.

&255(&7+2,67,1*

Use only a proper sized sling in the designated lifting
rings to hoist the boat.

INCORRECT HOISTING

NOTE: For boat houses or other applications where
WKHERDWZLOOEHOLIWHGDQGKHOGLQWKDWSRVLWLRQ0RRPED
UHFRPPHQGVXVLQJDFUDGOH7KHEXQNFRQ¿JXUDWLRQ
should mimic the trailer.

DO NOT use the ski pylon to hoist the boat.
Incorrect hoisting may invalidate the warranty on the
boat.
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Section XIII
Technical Information
,GHQWL¿FDWLRQ1XPEHU

%DWWHU\6SHFL¿FDWLRQV

$ JRRG 4XDOLW\ 0DULQH 'XDO 3XUSRVH %DWWHU\ LV
recommended.
7KHKXOOLGHQWL¿FDWLRQQXPEHULVORFDWHGRQWKHXSSHUULJKW
hand side of the transom below the rub rail.
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+\GURJHQ DQG R[\JHQ JDVHV DUH SURGXFHG GXULQJ
QRUPDOEDWWHU\RSHUDWLRQRUFKDUJLQJ6SDUNVRUÀDPHV
can cause this mixture to ignite and explode if it comes
near the vent openings. Sulfuric acid in the battery can
cause serious burns if spilled on skin or in eyes. Flush
with clear water immediately!
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Trailer & Towing

Section XIV
Trailering Your Boat
Connecting the Trailer

The trailer supplied with your Moomba model was designed
especially for the boat with your convenience in mind. Please
be sure that you have an appropriate tow vehicle before
attempting to trailer your boat. Your vehicle must be capable
RIWRZLQJ²OEVGHSHQGLQJRQWKHPRGHO

Read the trailer towing section of your vehicle owner’s
manual before towing your trailer.
$OO 0RRPED WUDLOHUV UHTXLUH D ´ EDOO DQG D ¿YH   SLQ
marine grade trailer wiring connector. The standard height
from the ground to the top of the hitch ball should be about
LQFKHV:LWKWKHWUDLOHUDWWDFKHGWRWKHWRZYHKLFOHWKH
trailer should stand level.

When connecting the trailer to your tow vehicle use the
IROORZLQJSURFHGXUH
1. Raise the tongue with the trailer jack, position
  WKHWUDLOHUWRQJXHGLUHFWO\RYHUWKH´EDOODQGORZHU
the jack until the tongue goes all the way down over
the ball.
2. Press down on the latch until it locks on the ball
  ZLWKD³FOLFN´
NOTICE:,I\RXUKLWFKEDOOKDVDQH[FHVVLYHÀDWVSRWRQWRS
the latch may not engage properly. If the latch does not catch,
check with your dealer or hitch installer before trailering.

Trailer Plug Wire Schematic
:KLWH *URXQG
*UHHQ 5LJKW7XUQ%UDNH
<HOORZ /HIW7XUQ%UDNH
%URZQ 5XQQLQJ/LJKWV
%OXH  5HYHUVH/LJKWV
NOTE:0RRPEDWUDLOHUVIHDWXUHGLVNEUDNHV7KH¿IWKZLUH
(blue) on the wire connector needs to be connected to your
vehicle’s reverse lights to be operative. This wire (blue)
provides power to a solenoid which deactivates the brakes
while in reverse. You may still tow your trailer without the
EOXHZLUHFRQQHFWHGKRZHYHU\RXPD\H[SHULHQFHGLI¿FXOW\
backing the trailer.

3.
4.

5.

6.
7.

Insert the locking pin into the tongue. Lock pin hole is
on the side of the tongue.
When all weight is off the trailer jack, pull the
jack lock pin and rotate the jack to the horizontal
position and re-lock the pin.
Attach the safety cables to the tow vehicle hitch.
Cross the cables and wrap them around each
other once or possibly twice allowing just
enough slack to permit tight turns of the vehicle and
trailer.
Plug the trailer lights connector to the vehicle harness.
Clip the brake lockout cable to the vehicle hitch.


%()25(86(5($'$//,1)250$7,216833/,(':,7+7+(75$,/(5%<
    

7+(0$18)$&785(5
The following guidelines will prolong the life of the boat and trailer:
1.
2.

Always secure the boat to the trailer with tie-downs. Do not place straps around fenders or lights.
Always verify that the winch hook is securely in the bow eye, the strap is tight and the winch handle
locked in place before trailering.
3. Check the recommended pressure displayed on the side of the tires and assure that it is maintained.
  8QGHULQÀDWHGWLUHVFRXOGFDXVHWUDLOHUVZD\DQGH[FHVVLYHWLUHZHDU
4. Verify that the trailer hitch on the tow vehicle is the proper class and size to support the tongue weight
and the trailer load.
5. Check wheel bearing lube (Bearing Buddy®).
© 2007 Skier’s Choice, Inc.
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Unloading Procedure

Loading Procedure

NOTICE: DO NOT attempt to use excessive power to
free the boat from dry carpet runners. Power off of the
WUDLOHURQO\ZKHQWKHERDWKDVÀRDWHGIUHH

To re-trailer the boat, position the trailer in the water with
approximately 1 inch of the top of the fender showing as in
VWHS81/2$',1*

,IWKHWUDLOHULVQRWVXEPHUJHGWRWKHFRUUHFWGHSWKWKH
bow of the boat could drop when powering off incorUHFWO\SRVVLEO\GDPDJLQJWKHERDW
127,&(%HIRUHRSHUDWLQJ\RXU0RRPEDUHIHUWRWKH
Daily Check List and the Boatman’s Check List.
To unload the boat use the following procedure as a
JXLGH
1.
2.
3.

Make sure that all drain plugs are securely in
place.
Unplug light cord before backing into the water.
With Bow Eye Hook fastened, back the trailer until
the water level is approximately one inch below the
top of the trailer fenders.

Idle/coast the boat onto the trailer using as little power as
possible keeping it centered between the guide poles.
NOTE: DO NOT Power onto the trailer during rough
conditions.
When correctly positioned on the trailer turn off ignition.
Use the Hook and Trailer Winch to pull the boat up to the
Roller Stop.

The trailer must be positioned for the correct water
depth for loading or you may damage the boat. Varying
UDPSDQJOHVUHTXLUHGLIIHUHQWSURFHGXUHV,QJHQHUDO
WKH VWHHSHU WKH UDPS WKH PRUH VKDOORZ WKH WUDLOHU
should be positioned in the water. Your local dealer
FDQ KHOS \RX XQGHUVWDQG WKLV VKRXOG \RX UHTXLUH
additional assistance.

127( 5DPS VORSHV YDU\ VR DFWXDO OHYHO RI ZDWHU
on trailer may be different.

Make sure that the engine water intake is fully
submerged.
4.
5.

Follow the cold start procedure recommended in this
manual.
With engine idling, center the steering wheel,
engage the transmission into reverse (pull back on
lever,) then ease back on the throttle.

NOTE: Because your Moomba is a direct drive inboard,
when backing the stern will have a tendency to drift left or
right depending on propeller rotation. This condition will
self-correct as the rudder reaches control speed.
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Trailer Alignment

CORRECT ALIGNMENT
When pulling the boat onto the trailer, be sure that it is
centered on the trailer.

© 2007 Skier’s Choice, Inc.

INCORRECT ALIGNMENT
The distance between the boat and the wheel runner board
should be about equal on both sides.
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Trailer Options
Tandem Axle

Swing-Away Tongue

With the swing tongue, you can shorten the trailer length
for storage by pulling the pin and swinging the tongue away
to the side.
Some models come standard with a tandem axle trailer and
with some it is an option.

'2127WRZWUDLOHUZLWKRXWODWFKSLQLQVWDOOHG

Always install safety clip on end of latch pin.

Second Axle Disc Brakes
Spare Tire Bracket

This optional second axle disk brakes give the trailer more
stopping power. Some states required brakes on both
axles. Be sure to check your local laws.

Aluminum Step Plate

The optional spare tire bracket allows you to conveniently
carry a spare tire.

Aluminum Wheels

The optional aluminum step plate gives the trailer a durable
long-lasting, nonskid surface on the trailer steps.
The optional aluminum wheels are a trailer grade wheel.
They are a great way to dress up your trailer.
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LED Package

The optional LED lighting package replaces the traditional
trailer lights with LED lights. The LED lights are brighter
than the traditional lights.
NOTE: Vehicles with trailer light monitors may not
function properly with LED lights due to the low
resistance of the LED lights. Aftermarket resistor
packages are available which allow the monitors to
work properly.

Laser Cut Steps

The optional laser cut steps are backlit so they illuminate
when the trailer’s running lights are illuminated.

© 2007 Skier’s Choice, Inc.
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Notes:
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Moomba Limited Warranty
Taking care of our product after it becomes yours has
DOZD\VEHHQ³VWDQGDUGSROLF\´DW6NLHU¶V&KRLFH,QFWKH
proud manufacturer of the Moomba line of boats. And
to further prove our point, we offer the following limited
warranty.

Terms of Warranty
'XULQJWKHDSSOLFDEOH:DUUDQW\3HULRG DVGH¿QHGEHORZ 
6NLHU¶V &KRLFH ,QF ³6NLHU¶V &KRLFH´ RU WKH ³&RPSDQ\´ 
ZDUUDQWVWRWKHRULJLQDOUHWDLOSXUFKDVHU WKH³)LUVW2ZQHU´ 
that the components and parts manufactured by Skier’s
&KRLFH WKH³&RYHUHG&RPSRQHQWV´ RIHDFKQHZ6NLHU¶V
Choice boat are free from any defects in material and
workmanship, under normal use and when operated and
PDLQWDLQHGDFFRUGLQJWRERDW¶VLQVWUXFWLRQV ³1RUPDO8VH
DQG2SHUDWLRQ´ 





This Limited Warranty applies to all Covered
&RPSRQHQWVRWKHUWKDQWKHGHFNKXOOÀRRUDQG
VWULQJHUVIRUDSHULRGRIRQH\HDU WKH³2QH<HDU
:DUUDQW\3HULRG´ IURPWKHRULJLQDOGDWHRISXUFKDVH
E\WKH)LUVW2ZQHU WKH³2ULJLQDO3XUFKDVH'DWH´ 
Exclusions do apply.

 7KLV/LPLWHG:DUUDQW\DSSOLHVWRWKHGHFNKXOOÀRRU
(excluding carpet) and stringers for the lifetime of the
 ERDW WKH³/LIHWLPH:DUUDQW\3HULRG´ ([FOXVLRQVGR
apply.




This Limited Warranty applies to the gel coat
IRUDSHULRGRIRQH\HDU 7KH³2QH<HDU:DUUDQW\
3HULRG´ IURPWKHRULJLQDOGDWHRISXUFKDVHE\WKH
)LUVW2ZQHU 7KH³2ULJLQDO3XUFKDVH'DWH´ ([FOXVLRQV
do apply.

Subject to the terms of this Limited Warranty, Skier’s
Choice will repair or replace, at its sole option, any Covered
Component which is returned during the applicable
Warranty Period to the Skier’s Choice factory or to any other
0RRPEDDXWKRUL]HGUHSDLUIDFLOLW\ DQ³$XWKRUL]HG0RRPED
)DFLOLW\´ SURYLGHGWKDW
- Only the Covered Components that are declared
defective upon examination by Skier’s Choice will be
repaired or replaced under this Limited Warranty;
- Transportation of the boat, parts or components to and
from the Skier’s Choice factory or the Authorized
Moomba Facility must be prepaid by the owner;
 1RWLFHRIDQ\FODLPXQGHUWKLV/LPLWHG:DUUDQW\PXVW
be provided to Skier’s Choice by the Authorized
 0RRPED)DFLOLW\QRODWHUWKDQVL[W\  GD\VDIWHUWKH
owner becomes aware of the defect.
1RWL¿FDWLRQ RI D FODLP RU GHIHFW PXVW EH SURSHUO\ PDGH
directly to an Authorized Moomba Facility, who subsequently
must submit the claim information to Skier’s Choice, Inc. at
+HQU\*/DQH6WUHHW0DU\YLOOH7HQQHVVHH
Information needed for processing a claim includes (1)
1DPH DQG DGGUHVV RI WKH RZQHU   6HULDO QXPEHU RI
the boat; (3) Original retail purchase date; (4) Detailed
explanation of the defect; and (5) Estimated repair cost.
© 2007 Skier’s Choice, Inc.

Section XV
Moomba Warranty
Note: Warranty repair or replacement cannot be made
until this information is approved by Skier’s Choice.
In case of defect of a Covered Component, Skier’s Choice
will use its reasonable best efforts to repair or replace the
&RYHUHG &RPSRQHQW ZLWKLQ QLQHW\   GD\V RI UHFHLSW
thereof at its factory or an Authorized Moomba Facility.
Any warranty on replaced or repaired components pursuant
to this Limited Warranty shall remain in effect only for the
remainder of the original Warranty Period. The repair or
replacement of Covered Components will be made by
Skier’s Choice without charge to the owner for parts or labor.
The replacement or repair of the defective part or component
as stated in this Limited Warranty shall be the sole remedy
of the owner and the sole liability of the Company under
this Warranty and any implied warranties.
There are no express or implied warranties on the parts
and components manufactured or sold by Skier’s Choice
except as set forth in this Limited Warranty.

Exclusions
&ODLPVRUDVVHUWLRQVUHODWLQJWRWKHIROORZLQJDUHVSHFL¿FDOO\
excluded from coverage under this Limited Warranty and
Skier’s Choice disclaims any liability or obligation with
UHVSHFWWRWKHIROORZLQJ
1.

Defects in or damage caused by or relating to the
engine or any part thereof.
  1RWH7KHHQJLQHPD\EHFRYHUHGE\

warranty of the engine manufacturer. Please
see engine manufacturer warranty for details.)
2. Defects in or damage caused by or relating to
  WKHWUDLOHURUDQ\SDUWWKHUHRI 1RWH7KHWUDLOHU
may be covered by warranty of the trailer
manufacturer. Please see trailer manufacturer
warranty for details.)
3.

Covered Components of a boat that has been sold or
transferred by the First Owner .

4.

Damage caused by, related to, or resulting
from failure of components or parts which are
not manufactured by Skier’s Choice, including but
not limited to bilge pump failure.

 7KH/LPLWHG/LIHWLPH:DUUDQW\RQWKHGHFNKXOOÀRRU
(excluding carpet) and stringers does not include
hardware or other components fastened or adhered
  WRWKHKXOOGHFNÀRRURUVWULQJHUV
 1RUPDOPDLQWHQDQFHDQGXSNHHSUHODWLQJWRWKHERDW
or any part thereof, including but not limited to,
alignment, adjustments, connectors, tune-ups and
wear items, such as, shaft packing, belts, hoses,
  ¿OWHUVVHDOVJDVNHWVVWUXWEXVKLQJHWF
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7.

8.

Damage to or malfunction of a boat, or
any component thereof, resulting from owner use,
lack of maintenance, improper maintenance,
impact, misuse, negligence, collision, delay in
repair, improper hoisting or cradling of the boat.
Any and all consequential damages including, but not
limited to, costs incurred for haul-out, launching,
towing and storage charges, telephone or rental
charges of any type, inconveniences, loss of use, or
loss of time or income.

 (TXLSPHQWLQVWDOOHGE\DQ\RQHRWKHUWKDQ

authorized factory personnel at the Company’s
production facility. Equipment replaced at an
Authorized Moomba Facility pursuant to this
warranty agreement remains under warranty until
the expiration of the Limited Warranty period.
$Q\ERDWZKLFKLV D XVHGIRUUHQWDORURWKHU 
commercial, military or industrial purposes; (b) used
in boat racing, demonstrations, ski school, or similar
  HYHQWV F DOWHUHGPRGL¿HGUHSDLUHGRUUHSODFHGVR
as to increase the cubic inch capacity or horsepower
output of the engine and boat as originally
manufactured; (d) not properly stored or maintained.
11. Speeds, fuel consumption and other performance
characteristics because they are estimated and may
vary.
12. Damage to or defects in paints, varnishes,
  JHOFRDWVXUIDFHVDQGFRORUV¿QLVKGLVWRUWLRQV
  FKURPHSODWHGRUDQRGL]HG¿QLVKHVÀRRUFRYHUV
and any other surface coatings.
13. Gelcoat discoloration, blisters or bubbles, including,
but not limited, to those which may result from a boat
being left in the water for long periods of time.

2.
 
 
 
 
 
 
 
 
 
 

THE REMEDIES OF REPAIR OR
5(3/$&(0(17$77+(237,212)
6.,(5¶6&+2,&($66(7)257++(5(,1$5(
7+(21/<5(0(',(6$9$,/$%/(81'(5 
7+,6:$55$17<6.,(5¶6&+2,&(',6&/$,06
$1<2%/,*$7,2125/,$%,/,7<)25&2676
25&+$5*(6'(5,9(')520,1&219(1,(1&(
2)/2662)86(&200(5&,$/25021(7$5<
/266'8(72/2662)7,0(,1&219(1,(1&(
25$1<27+(5&216(48(17,$/63(&,$/25
,1&,'(17$/'$0$*(66RPHVWDWHVGRQRWDOORZ
the exclusion or limitation of incidental or
consequential damages, so the above limitations
or exclusions may not apply to you.

 7+,6:$55$17<,6,13/$&(2)$1<27+(5
  (;35(66:$55$17,(6
 7+,6:$55$17<$33/,(6727+(),567
  2:1(521/<$1',612775$16)(5$%/(
 7+,6:$55$17<*,9(6<2863(&,),&/(*$/
  5,*+76$1'<280$<$/62+$9(27+(5
RIGHTS WHICH VARY FROM STATE TO STATE.
 7+,6:$55$17<,6(;35(66/<,1/,(82)$1<
  &2175$&78$//,$%,/,7,(6,1&/8',1* 
PRODUCT LIABILITIES.

 
 
 
 
 
 
 
 
 

7+('($/(5,61277+($*(172)6.,(5¶6
&+2,&($1'6.,(5¶6&+2,&('2(6127 
$87+25,=(7+('($/(525$1<27+(5
3(562172$6680(21%(+$/)2)6.,(5¶6
&+2,&($1</,$%,/,7<25(;3(16(,1&855('
,17+(&2856(2)5(3$,5,1*,76352'8&76
27+(57+$17+26((;35(66/<$87+25,=('
,17+,6/,0,7(':$55$17<7+('($/(50$<
127(;7(1'25,1$1<:$<&+$1*(25$0(1'
7+,6/,0,7(':$55$17<

14. Upholstery cracks, mildew, stains or tears resulting
from owner use, lack of maintenance, improper
maintenance, impact, misuse, negligence, delay in
repair, use of improper cleaners or conditioners.
15. Skier’s Choice reserves the right to improve
its products through changes in design or
material without being obligated to incorporate
such changes in products of prior manufacture.

27+(5/,0,7$7,216
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7+,6/,0,7(':$55$17</,0,76
7+('85$7,212)$1<,03/,(':$55$17<2)
0(5&+$17$%,/,7<25,03/,(':$55$17<2)
),71(66)25$3$57,&8/$5385326(727+(
3(5,2'663(&,),('+(5(,16RPHVWDWHVGRQRW
allow limitations on how long an Implied Warranty
lasts, so this limitation may not apply to you.
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Owner’s Responsibility

Customer Assistance

1. Before operating your Moomba, it is necessary to read
and fully understand this Owner’s Manual and all other
information delivered with the boat.

The staff at Skier’s Choice, Inc. is concerned with your
complete satisfaction. This includes the prompt resolution
of any problems that may arise during the warranty period.
1RUPDOO\ SUREOHPV HQFRXQWHUHG PD\ EH HI¿FLHQWO\ DQG
effectively resolved by your Moomba Dealer. However, if
a problem cannot be handled by the Dealer or if a solution
is not satisfactory to you as an Owner, please follow these
VWHSVWRJHWWKHPDWWHUUHVROYHG

2. It is the owner’s responsibility to take the boat to an
authorized Moomba dealer to obtain warranty service.
3. It is the owner’s responsibility to properly operate and
maintain the boat in accordance with this manual and
all other information delivered with the boat.
4. The owner should keep maintenance records should it
be necessary to show that required maintenance has
been performed on the boat.

Dealer’s Responsibility
1. The Dealer should provide the buyer with
an adequate orientation in the general operation of
the boat and review all systems and accessories
included with the boat.
2. The Dealer should deliver a complete owner’s manual
packet with the boat consisting of Owner’s Manual,
Registration Engine Manual, Stereo Manual, Moomba
Warranty and all warranties for separately warranted
items aboard the boat.

Step One
Discuss the problem with a member of your Moomba
Dealer’s management staff. It is most likely that the problem
will be resolved at this level.

Step Two
If the Dealer management does not resolve the problem to
your satisfaction, please have the problem and all action
taken, documented by the Dealer, then contact the factory
Customer Service Representative at Skier’s Choice, Inc.
Skier’s Choice, Inc.
1717 Henry G. Lane Street
0DU\YLOOH71
7HO  
)D[  

3. The Dealer should review all warranty information
 ZLWKWKHEX\HUDQGDVVLVWLQ¿OOLQJRXWZDUUDQW\FDUGVLI
necessary.

Describe the original problem in detail to the Customer
Service Representative. Be prepared to furnish appropriate
documentation and the reasons why service by the Dealer
was unsatisfactory. If further action is required to resolve the
problem, the Customer Service Representative will dictate
the appropriate action.

4. The Dealer should ensure that any information or
obligation from either Skier’s Choice, Inc. or from the
dealership is clearly understood by the buyer.

Step Three

5. The Dealer should instruct the buyer in obtaining local
service and out-of-area service for a Moomba boat.

© 2007 Skier’s Choice, Inc.

Finally, if after following these steps and providing
documentation and after obtaining necessary authorization
from the Customer Service Representative to take additional
action, the problem is still not resolved to your satisfaction,
the President of Skier’s Choice, Inc. will personally review
WKH SUREOHP DQG PDNH D GHWHUPLQDWLRQ FRQFHUQLQJ ¿QDO
resolution.
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Section XVI
Index
A
Accessory Power Switch

G
35, 36

36
64
48


26
35, 36

35, 36
15
5

46
45
23

24
45
15
54
51



D
Daily Checklist
'HDOHU¶V5HVSRQVLELOLWLHV
Depth Sounder
'RXEOH8S6HDWLQJ
Drain Plug Bilge Area
Drain Plug Rear
Driver’s Seat

4

32-33

26
26
42

E
(QJLQH'DWD
(QJLQH+RXU*DXJH
(QJLQH+RXUV
Engine Warm-Up
EZ Cruise




25
34

F
Fiberglass Care
Filling Fuel Tank
Fire Extinguisher
Foreign Material Deposits
Fuel
Fuel Cap Key
)XHO)LOWHU
)XHO*DXJH
)XHO,QIRUPDWLRQ
Fuel Precautions
)XHO9HQW
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Heater (Optional)
Hoisting
Horn
+XOO,GHQWL¿FDWLRQ1XPEHU
Hull Protection

51
68
37

66

I
Ignition
Ignition Key
,QVWUXPHQW3DQHO
Introduction

37
41

3

.
L

C
Canvas Cover
Cleats
Coast Guard Regulations
Cockpit Cover (Optional)
Cooler
&RROLQJ6\VWHPV
&XVWRPHU$VVLVWDQFH

43

+

B
Ballast Switch (Optional)
Battery & Cable Installation
Battery Box
%DWWHU\6SHFL¿FDWLRQV
%DOODVW6\VWHP 2SWLRQDO 
Bilge Area Drain Plug
Bilge Pump Switch
%LPLQL7RS 2SWLRQDO 
Blower Switch
Boating Rules
Boating Safety
%RDW6SHFL¿FDWLRQV
Bow Eye
Bow Light
Break-In

Glove Box

65
27
43
66
27
27, 41



27


Lifting Rings
Lights, Docking

46
55

M

0DLQWHQDQFH&KDUW
Maximum Capacities
Mirror
Motor Box Cover


24
41
42

N
1DYLJDWLRQ/LJKWV
1HXWUDO/RFN2XW




O
Oil Dipstick
Oil Level Check
Oil Pressure Gauge
2LO6SHFL¿FDWLRQV
Outback Hi-Low Rear Seat

61
61
31

47

P
Perfect Pass Cruise Control (Optional)
Pole Light Receptacle
Propeller
Propeller Precaution
Pulley & Belt Warning

52
45
47
47, 63
42

R
Rad-A-Cage
Rear Drain Plug
Rub Rail

44
26
65

S
Safety Lanyard/Engine Shut-Off

38
(Continued Next Page)
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Index (continued)
S (continued)
6DIHW\3URFHGXUHV
Satellite Radio (Optional)
Seat Adjustment
6HUYLFH 0DLQWHQDQFH
6KDIW/RJ3DFNLQJ1XW
Ski Platform
Ski Pylon
6ODORP&RXUVH6SHHGV
6SHHGRPHWHU
6SHHGRPHWHU3DGGOH:KHHO
Starting & Operation
Stern Light
Stereo
Stereo Switch
Stereo Amp (Optional)
Subwoofer (Optional)
Summerization


51
42


46
43



25
45
34
35, 36
54
52
67

:DNHERDUG5DFNV 2SWLRQDO 
Wakeplate, Hydraulic (Optional)
:DON7KUX:LQGVKLHOG
Walk-Thru Curtain (Optional)
:DUQLQJ3ODWHV /DEHOV
Warranty Information
Washing Boat
Water Strainer (Optional)
Windshield Care
Winterization


48

52

77
65
56
65
67

T
7DFKRPHWHU
7HFKQLFDO,QIRUPDWLRQ
Teakwood Care
Temperature Gauge
Throttle Lever
Tilt Steering
Tonneau Cover (Optional)
Tower Pole Light
Tower Speakers (Optional)
Trailer
Boat Hook Up
Loading Procedure
Trailer Alignment
Unloading Procedure
Transmission
Fluid Level Check
 )OXLG6SHFL¿FDWLRQV
Trim Switch & Gauge (Optional)



66
31
26
37
54
45
52
71
71
72
73
72
62
62

48

U
Upholstery Care

66

V
V-Drive
Change Frequency
Fluid Check
Maintaining Fluid Level
Location
Remote Oil Filter
Warning Light
Voltmeter

63
63
63
63
61
38
31

W
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